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AndiaGres, a Spanish company resulted from the cooperation with PERSEPOLIS TILE one of the biggest
Porcelain manufacturers in Iran and CERAMPAKHSH the biggest online Iranian trade company PERSEPOLIS TILE
has been the market leader for 15 years because of its innovative and miscellaneous products with high quality.
CERAMPAKHSH is also resulted from 20 years of trading, innovative selling, and customer orientation in
international market At the present time, the cooperation between these two well-known companies
leads to the production of innovative products concerning the customers’ tastes in the name of AndiaGres
company .

Having a great proficiency in marketing, selling, and export with the help of advanced machinery in theworld,
this company produces innovative, professional products adoptable with your walls, floors, and work
environments. These products enables you to personalize your residential, official, and commercial projects .
AndiaGres focused on producing luxury and innovative ceramic sizes 80*160 40*160 120*120 20*160 with
thickness of 11 to 20 mm, in order to produce the most recent and the most beautiful floor and wall
covering by the use of modern and advanced machinery, professional digital device, big press, and
professional ovens.

All Andia Gres innovative and creative models are produced by the best Italian and Spanish designers in exclusive
ownership of the company.

At the present time, Andia Gres products are merely manufactered for European markets and are distributed
from the town of Castile in Spain. This company is eager to negotiate and cooperate with luxury Iranian projects
for personolizing the products for your special customers.

The Andia Gres product packagings are compatible with international standards regarding the enviromental
rules about preventing the pollutants. The workers rights and their health rules are all observed. Reducing the
transportation costs and preserving the products in all kinds of weathers are in our considerarion.



La empresa espanola AndiaGres es el resultado de la participacion de uno de los productores de porcelana
mas grandes y de mayor calidad de Iran. Persepolis Company y la empresa comercial en linea mas grande de
Iran es Ceram Pakhsh Company. Persepolis Company ha sido el lider del mercado durante los Gltimos 3 afios con
varios productos creativos y de calidad. Ceram Pakhsh es el resultado de 25 anos de marketing innovador y
orientado al cliente. y ventas en los mercados internacionales.

Ahora la asociacion de estas dos conocidas y grandes empresas. Produce productos creativos. Innovador y adaptado
al gusto del mercado de la mano de la empresa espafiola AndiaGres.

Ahora, la experiencia en marketing, ventas y exportacion, junto con la experiencia en produccién con las maquinas
mas avanzadas del mundo, ha producido productos especializados y creativos para sus ambientes de piso,
pared y trabajo, que hacen posible adaptar y personalizar su oficina de lujo. y proyectos residenciales comerciales.
AndiaGres se enfoca en los formatos lujosos e innovadores de 80 * 160, 40 * 160, 20 * 160 y 120 * 120 con un
espesor de 11a 20 mm para crear los revestimientos para pisos y paredes mas nuevos y hermosos utilizando las
magquinas y prensas mas modernas. Grande y produce méaquina digital avanzada y horno profesional.
AndiaGres se enorgullece de producir hermosas losas. Calidad creativa impecable v verdadero grado 1 con superficies
mate y brillantes muy precisas y disenos de madera. Rock . El hormigon y el acero son naturales.

AndiaGres se enorgullece de producir el cuerpo mas blanco de porcelana real con una tasa de absorcion de agua de
menos del medio por ciento utilizando las mejores materias primas v minas en Iran.

Todos los disefios innovadores e innovadores de AndiaGres estan preparados por los mejores disefiadores de
Italia y Espana con la propiedad exclusiva de AndiaGres .

Actualmente, los productos AndiaGres se producen solo para el mercado europeo y la distribucion desde la
ciudad de Castellin, y para proyectos de lujo y modernos en Iran, estamos interesados en negociar y cooperar
en la forma de personalizar productos para sus clientes especificos.

El empaque de los productos AndiaGres esta de acuerdo con los estandares internacionales v la observancia
de las leyes ambientales y la prevencion de la contaminacion ambiental. En el empaque de los productos se han
observado los derechos de los trabajadores y sus leyes de salud. En el empagque de los productos de Andiagres,
hemos pensado en reducir los costos de transporte y almacenamiento de los productos en bodegas en diferentes
condiciones climaticas.
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HEAVY DUTY COLLECTION
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SIZE COLLECTION

120x270|120x240 |100x100
80x160 |60x120 CM



PHYSICAL PROPERTIES

120X270 / 120X240 / 100X100

Mame and kind of product |  Glazed porcelain Tila Manufaturer Company Mowin ceram co Mame and kind of product |  Glazed porcelain Tile Manufaturer Company Movin ceram co Name and kind of product | Glazed porcelain Tile Manufaturer Company Movin ceram co
Type of a application Floar/wall Type of a application Floor/wall Type of a application Floor/wall
: ndoorBoutdoor Standard 150 13006:2012 : IndoorGoutdoor standard 150 13006:2012 5 IndoorGautd 150 13006:2012
Plare of spollcation 105:1704/6/1597 Riace ol ppliiation 1015:1704/6/1997 Rlscsob siyplietion 105:1704/6/1997
Mominal dimensions{mm) 1200 2700 Group Bla Mominal dimensions{mm) 1200 2400 Group Bla Mominal dimensiens{mm) 950 950 Group Bla Annex G
‘Working dimensions{mm) 1200 2700 Thick {mm) 2 MM Working dimensions{mm) 1200 2400 Thickness (mm) MM Working dimensions{mm] 990 990 Thickness {mm) 11 MM
Address of manufacturer Atkn_\,se!idlsoan e Address of manufacturer ""'_"*ﬁdlfm e Address of manufacturer Mrw_g.seﬂdlmn B
taft police station , yazd.iran ‘taft police station , yazd.iran taft pofice station , yazd.iran
N Characteristic test result Test Method N Characteristic test result Test Method ! : test result Test Method
i Results  Test limit 13006 s L i Vit 501 1300 <15: 170476 min | mas |average Mt R S 3006 C 46
+0.05% ] A <0
Length{mm) | 11981202 | 1200 |£0.05% 10.5% [ Lengthimm] | 11581202 | 1200 05% ki Lengthimm) 989.61990.4 | $50.0 |20.05% omn reo—
Widthimm) | 2688 | 2702| 2700 |2 0.01% guldeling numbser Width{mm] | 2398| 2402 | 2400 | 20.013% guideline number Width{mm) | 569.6]990.4| 990.0 |+ 0.05% guideline number
wariation of the aveige size of each bl | = 01053 +0.8% 256/ 1an varlation of th average sizo ol sach tle | + 0,05% +0.5% 256/ 10on variation of the average size of eath tie | = 0,05% +05% 256/ 100
determining determining detenmining
: y Thickness & dimensions and 2 Thickness | g + dimensions and . Thickness dimensians and
Dimensions {12 [ lmm | 8 [ il sl il abare oF hie Dimensions | 1-2 (mm) | =B [ e l HE: | 15% pskisiti Dimensions {12 | |18 I g It e atuse of the
snd 13 Side straightness <% | s05% surtace of snd 13 Side straightness <#01% | ppsx surface of snd 13 Side steaightriess oos%]|  sosn surface of
PEe of hisinsitiacl) | e of o o s g| Hawdre of s ot
the surface | 14 Resgsistie e =EoN 50 105452 and walls the surface |14 Angularity A i S0 S5aEE and walls the surface | 14 Angularity il 200 50 105453 and yralte
150 10545 1503 - 150 2 -
{mm) Surface | Tile center convexity |+ 0 18% I (mm) Surfece | Tile center convexity | £ 0,18% o {mm) Surface | Tile center convexity | 4g.1% e
15| develinglse) | Edge convexity | 20.13% 10.5% L5 jeveling) | Edgeconvexity | *0.13% | £0.5% L5 | leveling®) | Edgeconvexity | £0.15% £0.5%
Warpage 0.2% Warpage 0.2% Warpage £0.15%
Atleas] Atheast Atheast
955 of the 95% of the 95% of the
tiles shiall tilkes shall tites shiall
1-6 Mature of the surface Qg be free of -6 Mature of the surface 5% be free of 6 Nature of the surface a5% be free of
clear visible clear visibla clear visible
defect defect defect
21 water absarptiond) 0.a% E=0.5 150 105453 208 1 water absorpthondH) 0.4% Ef05 150 105453 2568 21 ‘water absorption{¥] @ .30% E0.5 150 10545-3. 256 8
Braakage strength (K] 2650 | Notless 1500 [1040545¢ | Reference guideline Breakage strength (K} 2650 | Notless1son (150105454 | Refersnce guideline Breakage strength [N} 3300 | Motless1500 |19010545.3 | Reference guideline
23 number 256/2 on 53 nurnber 256/2 on 23 number 256/ on
Modulus of Rupture{N/mm2) a7 Minimum32 [15040s45.4 | Determination of Moduks of Rupture{®/mm2) 47 Minimum 37 |50 10545 | Determination of Medubus of Rupture{N/mm2) 366 Minimum 22 |150 405454 | Determination of
breakage index Breakage index breakage index
300circle | M "I‘:::r:;::: i 300chrcle | Minimum | mbgf::::: < 300cicle | Minimum | "Lgm.f'ﬁ.:'
Physical |2 Resistance to Abrasion % dmi1 IR | isberet i Physical |23 Resistanice to Abrasion i sl N imberiee i Physical | > Resistanice to Abrasion ok s WL e
2 i - . i 2 -
propeies Linear Thermal Dilatation index Hon * ::'h::!' i h;rﬂ:;:’: Propeves Linear Thermal Dilatation index ‘”"‘::‘“m ":::i:e' i hb:::::’h? properties Linear Thermal Dilatation index Non z ::3:“ e I';:;::;::
24| with ambient tamperature to 100 0%10-6 | maximum Aurnber 256 § 9 24| with ambient temperature to 100 | 9*10-5 maximum number 256/ 9 241 with amblent temperature to 100 | 94106 maximum Aumber 256 /9
i 256/ 4 5 S 256/ 4 z S 256/ 4
25| Resistance tothermal shock & testmethad |0 10sas 25| Resistance to thermal shock test methad | 501552 25| Resistance tothermal shack testmethad | <0 105459
available available available
o Inunu.ll Torm ok Tn wrart fonm ok |'|ﬂ(i_" form.
26 | Resistance of Glazed tiles tocrazing [nocradng| Noerafing o uis | MeREIRE 26 | Resistance of Glazed tiles to crazing, | Ao crasing| Noceasing | yees] [ MREIRE 25 | Resistance of Glared tles to crazing ing| Nocrating Lo soussof e ee s
ok hould b ok hould be ok el b
27 ination of f i e |50 052 27| pstarmination of frost Resistance Areprapla |E0 0SS 27| Detarmination of frost Resistance Acceptable |25
4.1 | Mesistance 1o staining Glazed Tiles | class3 Minimam 256/ 6on 4.1 | Resistance to staining Glazed Ties | class3 Minimum: 256/ 6on 4.1 | Fesistance to staining Glazed Tiles classd Minkmurm 256/ 6on
x class3 150 1054513 chags3 150 40545135 ey 150 205454
. Resistance to Household chemicals i thass Resistance to Household chemicals i 1a: Resistance to Household chemicals GB ins o
GB GE
2 and swimming poof salts GB Refrance publelng o and swimming pool salts G Refarence guldefing B and swimming paal salts 6B Reference guidefing
3| Chemical RESISTANCE TO low concentraition Wi claas |50 10s45.13] Number 256/ 3 on 3| Chemical RESISTANGE TO low - . o dass |50 tusas.as] AUmber 256/ 3on .| cn | Sy v = = aes 153 sasss.12| Aumber 256/ 3 on
= 3 GLB 150 1nsas-14]  Determination of : : : 0 osas-1e]  Determination of : : : 150 10545-14| Determination af
properties Acids and Alkalis GB 3 properties Acids and Alkalis B i properties Acids and Alkalic GLB ¥
33 Resistance of 11 Resistance of 33 Resistance of
RESESTANCE TO HIGH test method unglazed tiles to RESISTANCE TO HIGH test methad unglazed tiias 1o RESISTANCE TO HIGH test method unglazed tiles to
eoncentraition Acids and available chemicats. eoncentraition Acids and avaitable chemicals concentraition Acids and Afkalis available chemicals
3 Pachaging & marking Accepted 4 Pachaging & marking Accepted 4 Pachaging & marking Accepted

The Result : Above ample in the teasted cases is matched with 105 : 1704/6 The Result : Above ample in the teasted cases is matched with 1Q5 : 1704/6 The Result : Above ample in the teasted cases is matched with 1S : 1704/6




PHYSICAL PROPERTIES

80X160 / 60X120

Name and kind of product | Glazed porcelain Tile Manufaturer Company Novin ceram co Name and kind of product Glazed porcelain Tile Manufaturer Company MNovin ceram co
Type of a application Floor Type of 2 application Floor
Indoor&eutdoor 150 13005:2012 150 13006:2012
Place of application Standard 105:1704/6/1997 Place of applicatian iimi it 105:1704/6/1997
Nominal dimensions{mm} 800 1800 Group Bla AnnexG Mominal dimensions{mm) 600 1200 Group Bla AnnexG
Woaorking dimensions{mm} B00 1800 Thickness {mmj) 9 MM Working dimensions{mm) 600 1200 Thickness {mm) 11 MM
akrnSefidkooh arex 4km Sefidkooh area
Aeldvegm ot mamifacturer taft police station , yazd.iran Addepss st manyfacturee taft police station , yasd.iran
Characteristic test result ) S
S Results Test limit ISIRI NUMBER |STANDARD | RESULTS e 2 2 | HARRCTIIETIC RAW
. PR A Gt gy e @ NO ¥ES AVERAGE| MANIMOM | MINTMUNM
Width{mm) [799.8 [B00.2 | 1600 |:0.01% guideline number ISIRI 3994 0 10 10 025 o4 | 01 water abserobtion( persent by mass) | 1
256/1 = 2
variation of the average size of cach the | £ 0.05% | £ 0.5% fien ST, 0 10 10 3120 3160 3100 | breaking sterengthin N 1-2
= it b IRIS1684 | 25 T : 5 2
Dimensions | 1-2 '}';:‘m"?” 8.8 | 82 | 9.0 2% £5% mm;‘:: 0 10 10 3568 | 3598 3510 | modulus of rupture.ini Nfmm)* 2-2
snd 13 side steaightness 0% | tosm surface of ISIRI sTaNDARD| RESULTS | quanTITY] CHARACTERISTIC o
nature of oRtae Thes — NO_VES
the surface |1 Aagularity <H01% | zosn b ISIRT 3994 # % . Resistance to deep abrasion of unglazed = =
{mm) : : s +003% DU 8 ; _tiles removed volume in cubic millimeteres
Fuhace: | THe conter amrudty | Lodes ISIRI 4003 0 8 8 Resistance ta surface abrason of glazed
& s iles i 23
15| levelingli) | dge comexity |203% | 205% 150 10545-7 tiles intended for use on floors
ISIRT 9169-11 0 5 moisture- thermal expantion resistance [AUTO CLAVE} 4
Warpage 0.2% ISIRI 3996 | . ¥ 5 Coefficient of liner thermal from ambient temperature to 100 ¢ 5
o el ISIRI 9169-9 25 a5 5 termal SHOCK Resi e 6
el 1SIRT 9169-12 w7 g 5 frost Resistance 7
16 Nature of the surface a5% :e lr:e ;:e 45 n; ¥ * Cosfficient of friction( tiles intended for use on floors) 3
e i . * Moisture expantion in mm,/m 9
g 5 5 Small colour differences 10
21 water absorption(%) 0.4% E<D.5 O84S 648 R - “impact Resistance 11
Breakage strangth {N) 2650 | Notless1s00 |sotosiss | Refesence puideline %uﬂ; QUANTITY| CHARACTERISTIC
number 256/2 an
P2 ModumsofRuptureNimm2) | g3 | winimam 3z |sot0sse | Determination of 0 10 | 10 | 120014 | 12002 | 12000 |lengthimm) 112
s Bix 290 0 10 | 10 50015 6002 | 6001 |widthimm) 212 e
: Minimum IpErtin i z
Physical |*? Resistance to Abrasion e e [foomen| hewingna L 010 | 10 1145 15 | 114 |thickness(mm) 3-12 :
2 - 010 10 ightness of sides 1
properties Lineae Therma Distaionindex | Non | USRS Lo ‘:::::::: = rectan ularity 14
241 with ambient temperature to 100 |'Ge10.6 || maximum number 256 / 9 -0 10 10 g
e 0 10 10 Center cuvature related to diagonal calcuted from the work sizes 1-13
25| Resistanesto thermal shock | s 0 10 10 |edge curvature related to the corresponding work sizes 215|8| 15
In draft form i 5
ok . hearing the 0 10 10 |Warpage related to diagonal calculated from the work sizes 315
2B | Resistance of Glazed tiles to erazing ! No crating o ynsa.yg number 256 £ 5 0 30 10 RFACE QUALITY 1%
ok should be
27 | Detarmination of frost Resistance Accaptable |50 1054542 EU&: QUANTITY CHARACTERISTIC
3.1 | Resistance tostaining Glazed Ties | classd | Minimum | [ 256/60n ISIRI 6200 0 5 5 GLazED TLE Lt [ toresistance | 17
v s . UNGLAZED TILE * 27 | sTanmnG
. | Resistance to Househald chemicals GB Minimurn class ISIRI 4001 | g, = B 7 =
&L and swimming poo! salts GB Reference guidsiiie ISIRT 4002 o5 o 5 5 Resistance to low concentaration of acids alkalis 18
Chemical . - = o 1eas.qa| MUmber 256/ 3 on 150 10545-7 : = | Resistance to high taration of acids alkalis 15 |
3 E T low lass |50 105513 © high conc acigs alkalls
properties ‘Aies and Alkalis o - [so1msas4f Determination of g 5 3 ? 1
) I i - Mackiuies o 0 5 5 Resistance to household chemicals and swimming pool salts 20
RESISTANCE TO HIGH test mathad unglazed tiles to 150 10545-17 :
concentraition Acids and avagabla chamicals o o* * Lead and cadmium release 71
ROW 22
= Pachaging & marking Accepted . oK MARKING AND SPECIFICATION

The Result : Above ample in the teasted cases is matched with 105 : 1704/6




Andia Gres Spain
ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
Maral Gold /G ray standards according fo ISO 13006:2012/1QS:1704/6/1997 Dry -Pressed Ceramic Ties.

DE CERAMICA

‘ TEST LIMIT

1280 * 2700 mm
1200+ 2400 men | D 4% ED5 :
1-1 water absorption|%)| 1000 weemm | 305 : BT 256 /8
OO IO MM | () as
1200 * 2700 mm | 7550
Breakage strength N300 2s00 men] 3620 150 10545-4
21 (20007 1000mm | 3300 | Mot fess 1500 Reference guideline number 256/2
PHYSICAL 00" 1600 mm | 2BG0 on number 256/2 on !Jetermination
PROPERTIES 1200 * 2700 mm. of breakage index
Modulus of Rupture Fre—tmme . 47 i
(Njmen2) T T 150 105454
B0O* 1600 mm | AT
31 | Resistance to Abrasion 300circle Minimurm 150 10545-7 In draft farm bearing the
og class 1 number 256 / 10
Linear Thermal Ditatation incex Yon 4710-Gper 150105458 In draft farm bearing the
w ! compulsory d L
41 with ambient temperature to 100 G kelvin maximum number 256/ 9
Resistance to thermal shock . test method available | 150 105459 756/ 4
51
s g ak ; 1501054511 In draft form bearing the
= Resistance of Glazed tiles ta crazing | po craing Ma ceazing numbet 256 /5
Detarmination of frost Resistance ak shauld be Acceptable | 150 1555512 256,16 oni
7-1
Resistance to staining Glazed Tiles class3 Minimum chass? |50 10525-13
21 Reference guideling number
CHEMICAL Resistance to Household chemicals o 256/ 1 on number 256/ 3 on
PROPERTIES | 5. | and swimming pool salts &k Minimum class G8 | 1501054513 | petermination of Resistance of
= unglazed tiles to chemicals
UPBIBNCETS Jom oomcentialoon | g Mirimum elass G
150 10545-14
2-3 RESISTANCE TC HIGH = test method available
<concentraition Acids and
Pachaging & marking Accepted
The Result : Above ample in the teasted cases is matched with 1QS : 1704/6
. .
Inspirations -
|_ s.izes ﬁ cologones and shapes B :
sizes to create e s
i~ an ambient surface | giving varisties fo concrete| | ..
Glossy At
|
‘ |
| |
120x270 120240 8160 GEx120
MARAL GOLD MARAL GOLD MARAL GOLD MARAL GOLD Worldwide shipments Size
Face: 8 Face: 8 Face 18 Face: 8
Nominal | Thickness mm| Pes /box | Sqm/box | Weight /box | Box/patlet | Sqmipaliet P"'"'(’k;]‘?"“ Nominal | Actule
+ Siza Siza cm
1206270 9 mm Tpes 324 48 ky i 1o e 1202 270| 120 x270
120«240 9 mm 1pes 288 60 kg 40 11520 2400
120 % 240( 120 % 240
a0x160 9 mm 2 pes 256 50kg 30 768 1500
60=120 11 mim Ipes 216 50 kg 44 95,04 1650.1980 Sh=len | Buxtn
Tiles are packaged in a randam manner and company cannct guarantes the type of faces inside sach packag P 1201] aex120
f -“.
15 )

2
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MARAL GOLD



Andia Gres Spain
‘ ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
Hyd rodi P G ray standards according to ISO 13006:2012/1QS:1704/6/1997 Dry -Fressed Ceramic Tiles.

DE CERAMICA

TEST LIMIT TEST METHOD

1200 * 2700 mn | 045
1200 * 2400 men | 0 A% EA5 T
1-1 waler absorption(3)] 1000 * 1w0emm | () 305 Rotene 25678
850" Lo mm | () g
1200* 2700 mm | 2650
Breakage srength N300 3500 men a0 N 150 10545-4
21 000 1000 mm| 3300 | Hait less 1500 Reference guideline number 256/2
PHYSICAL 800" 1600 mm | J6o0 an number 256/2 on Determination
PROPERTIES _ 120072000 mm | 0o of breakage index
ulus of Ruptere [rrea s zao0 e | i
Nfinm2) T 2| sowstss
BOO* 1600 mm A7
3.1 | Resistance to Abrasion 300circle Minimim 150 10545-7 In draft form hearing the
ok class 1 number 256 /10
Linear Thermal Ditatation index lel 910-Gper 1S0F10545-8 In draft form bearing the
; ; compulsory 2 ;
41 with ambient temperatuse to 100 G0 kelvin maximuom number 256 79
Resistance to thermal shock - test miethiod available | 150 10545-9 256/ 4
5-1
: o ok A . ; Tn draft form bearing the
o Resistance of Glazed tiles to £razing | po crazing Mo ceazing 1501054511 pusnber 256 15
Detarmination of frost Resistance ok should be Acceptable | 1o 105451 2566 on
£l
Resistance to staining Glazed Tiles classd Minimum chass3 |50 1054513
21 Feference guideline number
CHEMICAL Resistance to Household chemicals - 256 1 on number 256/ 3 on
PROPERTIES 2.3 | and swimming pool salts a8 Micimum class G3 11501054513 | petarmination of Resistance of
unglazed tiles to chemicals
RESISTAMCE TO low concentraition o "
Hicids il Akl GLE Minimum class GB
150-10545-14
2-3 | RESISTANCE TO HIGH 2 test methad available
concentraition Adds and
Pachaging & marking Accepted

The Result : Above ample in the teasted cases is matched with 1QS : 1704/6

s .
Inspirations .
|- Sizes 7 \ P‘o 1 o
sizes to create c? ?r, ne? ghcehapes i
i~ an ambient surface | giving varieties to concrete| | o
= = Glossy
4 >
1208270 1205240 0160 100K100
HYDRODIP GRAY HYDRODIP GRAY HYDRODIP GRAY HYDRODIP GRAY
Face:4 Face:4 Face ;4 Face &
Worldwide shipments Size
Mominal | Thickness mm| Pes /box | Sqm/ box | Weight /box | Box/paliet | Sqm/paliet P"'”'““'g']"?’“ Nominal | Actule
T Siza em Sia o
1206270 9 mm 1 pes 324 68 kg ol bl 00 120%270| 120 x 270
120240 9 mm 1 pes 288 60 kg 4 1520 2400
120 x 240) 120 x 240
100x100 11 mm 2 pes 2 45.5 kg 42 B4 1950
Blx160 9 mm 2 pes 2.56 50 kg 30 764 1500 Tadula) 1005000
: 7 B x160 | BOxT&0
Tiles are packaged in o randam manner and company cannet guarantes the type of faces inside each package,

(37)
NS






Andia Gres Spain
i ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO I1SO/IEC 17025:2017
Shell White standards according to ISO 13006:2012/1QS:1704/6/1997 Dry -Pressed Ceramic Tiles.
DE CERAMICA

TEST LIMIT

12002700 mn | 0 4%
1200 2400 mm | [ 4% E05 5
a3 P 1-1 water absorption(%)| 1000 * w00 mm | [y 370 L 256/ 8
BO0" TR0 mm |} go
12002700 mm | 7650
Breakage strength (N oo~ g0 mm | 2650 i ) 150 10545-4
21 | 000- 1000 mm| 3300 | Hat less 1500 Reference guideline number 256/2
PHYSICAL B00° 1600 mm | J6oll an number 256/2 on petermination
PROPERTIES 120072000 mm | 0o of breakage index
Modulus of Rupture S e Wi 32 =
e 3 (Njmm2) TS 150 105454
Gl X
f Fasrion is about T
1 Ire i 3.1 | Resistance to Abrasion 00circle Minimum 50 10545-7 In draft form hearing the
§ L reamlng- ok class 1 number 256/ 10
v - Nor .
Linear Thermal Dilatation index oy tlrlsorv S710-6per 150105458 In draft farm bearing the
&1 with-ambient temperature to 100 9‘15-6 71 kehin maximum number 25679
Resistance to thermal shock = test method available | 150 105459 75674
51
; B ak A 1501054511 In draft form bearing the
= Resistance of Glazed files to crazing | oo craing Mo crazing & Aumber 256 /5
Detarmination of frost Resistance ok should be Acceptable | (g 1054512 2566 6
£l
Resistance to staining Glazed Tiles class3 Minimum class3 [ jen 9054513
Zt Reference guideline number
CHEMICAL Resistance to Household chemicals X - 2564 3 an number 256/ 3 on
PROPERTIES 22 and swimming pool salts a8 Minimur class G8 | 501058513 | petarmination of Resistance of
unglazed tiles to chemicals
RESISTANCE T02 bow concentraition o -
Ko and Aleshe GLE Minimum class GB T
23 RESISTANCE TC HIGH = test method available
concentraition Acdds and
Pachaging & marking Accepted

The Result : Above ample in the teasted cases is matched with 1QS ; 1704/6

. .
: Inspirations |
(7 Sizes Z | F: st .
< sizos To cradla clo ?r, one? u‘n shapes 4
'\\.‘__ an ambient surface | giving varieties to concrete | %
B Sty bt e i B -
1206270 120x240 100x100
SHELL WHITE SHELL WHITE EHE% WHITE
Face 4 Face ;4 e
Worldwide shipments Size
MNominal Thickness mm | Pcs / box Sqm/ box | Weight / box | Box/pallel | Sgmypaliel Fﬂlla;k\;;ighl .s“z S ';::Uh
1202270 9 mm pes 3.24 58 ky 40 120.40 2700 o =
120x240 9 mm Tpes .88 60 ky au 1520 2400 120 % 270|120 £ 270
100x100 11 mm 2 pes 2 45.5 kg a2 8 1950 Vel Za0) 100 o200
Tiles are packaged in a rendem manner and company cannct guarentes the type of faces inside ench package. ATEAI0H;| Hgatah







Andia Gres Spain
ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATCORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
Mq rsh Bo ne standards according fo 1ISO 13006:2012/1Q5:1704/6/1997 Dry -Pressed Ceramic Tiles.

DE CERAMICA

CHARACTERISTIC UL TEST LIMIT TEST METHOD
1200 * 2700 man
1200 2400 mm | [} 4% E05 4 5
1-1 water ahsorption;%)[ 1000 1600 mm | () 305 o BT 25648
BOO* 1600 mm 0 A%
1200 * 2700 mm | 7650
Breakage sirength (N[ 300+ 3200 mm 650 i 150 105454
21 [ooo-1000mm| 3300 | Mot fess 1500 Reference guideline number 256/2
PHYSICAL 800° 1600 mm_| _J651 on number 256/2 on Determination
PROPERTIES —_—— 120072000 mm | 0o of breakage index
pdulus of Rupture = e mm | - 32 .
[Nfrma) 1000° 000 mm| 365 IS0 105454
BOO* 1600 M 47
31 | Resistance to Abrasion 3'301“’-'9 Minimum TS0 10545-7 in draft form hearing the
4 class 1 nurmber 256 /10
Linear Thermal Ditatation incex co:;‘llzlsow 4710-Gper 150105458 In draft form bearing the
41 with ambient temperature to 100 GUE kelvin maximum number 756 /9
Resistance to thermal shock - test method available | 150 105452 256/ 4
51
- . ak A 150 10545-11 Tn draft form bearing the
o Resistance of Glazed tiles to crazing | 1o craing Ma crazing & numbet 256 /5
§ + x
Detarmination of frost Resistance ak shauld be Acceptable | 150 1555512 256,16 oni
71
Resistance to staining Glazed Tiles classd Minimum chass? |50 10525-13
2-1 Reference guidedine number
CHEMICAL Resistance to Household chemicals . — - 256/ 3 an number 256/ 3 on
PROPERTIES 22 and swimming pool salts a8 Minimurm class G8 | 1500058513 | petarmination of Resistance of
; unglazed tiles to chemicals
UPBIBNCETS Jom oomcentialoon | g Mirinun class GB
- 150 10545-14
23 | RESISTANCE TO HIGH = test method available
<concentraition Acids and
Pachaging & marking Accepted

The Result : Above ample in the teasted cases is matched with 1QS : 1704/6

A~ Sizes ﬁl Inspirations
<< it crunia color,tones and shapes
W) an ambient surface | giving varieties to concrete

1206270 120x240 100100
MARSH BONE MARSH BONE MARSH BONE
Face : 6 Face 1 6 Face: 6
Warldwide shipments Size
Nominal | Thickness mm| Pes /box | Sqmy/box | Weight /box | Boxpaiet | Sqmipatist | PolIS welaht [Nominal] Actule
26 cm 26 cm
120=270 9 mm Tpes 324 68 kg 40 129.40 2700 l§
1202240 - T 288 40 kg 40 Ts10 — :;120 £270| 1202 270
100x100 11 mm 2 pes 2 45.5 kg a2 & 1930 |20 % 240) 120 « 240
: B (100:x100 | 100 x100
Tiles are packaged in o randam manner and company cannct guarantes the type of faces inside each package. * *

(21)



MARSH BONE

o

i

=



DE CERAMICA

12070

VEIN BEIGE
Face 5

:12@(2]’0.
VEIN GRAY
Face 5

N
(23)
Rist,

€] .

120%240
VEIN BEIGE
Face:5

:‘l?ﬂx?ﬂ-@
VEIN GRAY

Face 5

100x100
VEIN BEIGE
Face :0

Andia Gres Spain

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
standards according to ISO 13006:2012/1Q5:1704/6/1997 Dry -Pressed Ceramic Tiles.

TEST LIMIT

1200* 2700 man | 0 4%
1200 2400 mm | [} 4% E05 2
1-1 | water absorption(®)| 1000~ weemm | 305 ' L 236/ 8
OO IO MM | () as
1200 * 2700 mm | 7550
Breakage sirength (M| 250~ Ssaomer] 3050 150 10545-4
21 [ooo-1000mm| 3300 | Mot fess 1500 Reference guideline number 256/2
PHYSICAL BUa* 1600 mm | 2650 on number 256/2 on Determination
PROPERTIES —_—— 120072000 mm | 0o of breakage index
ulus of Rupture o= = -
(Nfmm2) T 2| soosis4
B0 1600 mm | A7
31 | Resistance to Abrasion 300circle Minimuim 150 10545-7 In draft farm bearing the
og class 1 number 256 / 10
. . N 3
Linear Thermal Dilatation index oumm:slso 4710-Gper 150105458 I draft farm bearing the
41 with ambient temperature to 100 9'15-6 ™| kehin maximam number 256/ 9
Resistance to thermal shock . test method available | 150 105459 756/ 4
51
: : ak A : In draft form bearing the
o Resistance of Glazed tiles to £razing | o craring Mo crazing 150 10545-11 pliibet 256 £5
. Detarmination of frost Resistance ak shauld be Acceptable | 150 1555512 256,16 oni
Resistance to staining Glazed Tiles | class3 Minimum chass? |50 10525-13
21 Reference guideling number
CHEMICAL Resistance to Household chemicals o . 256/ 1 on number 256/ 3 on
PROPERTLES 2.3 | and swimming pool salts 68 Minimum class GB 11501054513 | petermination of Resistance of
= unglazed tiles to chemicals
UPBIBNCETS Jom oomcentialoon | g Mirimum elass G
150 10545-14
23 RESISTANCE TC HIGH = test method available
<concentraition Acids and
Pachaging & marking Accepted

The Result : Above ample in the teasted cases is matched with 1QS : 1704/6

= Inspirations

Sizes
< it crunia ‘ // color,tones and shapes

an ambient surface

giving varieties to concrete

Waorldwide shipments Size
Mominal Thickness mm | Pcs [ box Sqm/ box | Weight / box | Box/pallel | Sqm/pallel p"'“’m‘;}‘?&“ Meominal|  Actule
- Siza cm Siza o
120=270 9 mm Tpes 324 6B kg 40 129.40 2700
1205240 G mm Tpes 788 &0 kg a6 1520 2400 120 x 270 120x270
100x100 T mm 2 pea Z 455 kg 43 2] 1950 120240 1202240

100:x100 | 100 %100

Tiles are packaged in a rendem manner and company cannet guarentes the type of faces inside euch pack
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Andia Gres Spain
u ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
ster| m standards according to ISO 13006:2012/1Q5:1704/6/1997 Dry -Pressed Ceramic Tiles.

DE CERAMICA

TEST LIMIT

1200 * 2700 man
1200 2400 mm | [} 4% E05 2
11| water ahsorption(%)] 1000 * w0emm | () 0% ' L 236/ 8
BO0 L0 mm | () g
1200 * 2700 mm | 7650
Breakage strength N300 2s00 men] 3620 150 10545-4
21 (20007 1000mm | 3300 | Mot fess 1500 Reference guideline number 256/2
PHYSICAL BUa* 1600 mm | 2650 on number 256/2 on !Jetermination
PROPERTIES Modulus of Rupurel 12202000 mm | of breakage index
ulus of Ruptire o | o 3 =
(Njmen2) T T 150 105454
B0 1600 mm | A7
31 | Resistance to Abrasion 300circle Minimum 150 10545-7 In draft farm bearing the
og class 1 number 256 / 10
. . N 3
Linear Thermal Dilatation index oun;lu‘:slso 4710-Gper 150105458 I draft farm bearing the
41 with ambient temperature to 100 9'15-6 ™| kehin maximam number 256/ 9
oy | Resistonce o thermal shack - test method available | 150 105453 256/ 4
: i ok ; 1501054511 In draft form bearing the
- Resistance of Glazed tiles ta crazing | po craing Ma ceazing numbet 256 /5
Detarmination of frost Resistance ak shauld be Acceptable | 150 1555512 256,16 oni
71
Resistance to staining Glazed Tiles | class3 Minimum chass? |50 10525-13
21 Reference guideling number
CHEMICAL Resislapce to Household chemicals = o - 256/ 1 on number 256/ 3 on
PROPERTIES | 5. | and swimming pool salts Minimum class G8 | 1501054513 | petermination of Resistance of
unglazed tiles to chemicals
RESISTAMCE TC: low concentraition e 5
Acids anid Allealis GLE Minimum class GB i
23 RESISTANCE TC HIGH = test method available
<concentraition Acids and
Pachaging & marking Accepted

The Result : Above ample in the teasted cases is matched with 1QS : 1704/6

s P
Inspirations )
|_ s-izes ﬁ colagones and shapes <
sizes fo create i e
i~ an ambient surface | giving varieties fo concrete| |
Glossy Mt
1204270 1204240 80%160 100x100
STERIM STERIM STERIM STERIM
) Worldwide shipments al
Face:6 face 6 Face 16 Face:d Nominal | Thickness mm| Pes /box | Sqm/box | Weight /box | Box/patlet | Sqmipaliet Mominal | Actule
L] Size cm Siza cm
1206270 2 mm 1 pes 324 68 kg “ T2 2 120 % 270| 120 x 270
120240 9 mm 1 pes 288 60 kg 10 11520 2400
120 x 240 120 x 240
100x100 11 mm 2 pes 2 45.5 kg 42 B4 1950
a0x180 9 rm 2 pes 2.56 50 kg 30 768 1500 JE0EN0: Fa=100
z i BOx1860 | 80x160
Tiles are packaged in a randam manner and company cannct guarantes the type of faces inside sach packag
T
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DE CERAMICA

120:27C FRAGMENTAL DARK

Face: 4

"

120270 FRAGMENTAL LIGHT
Face : 4

120270 FRAGMENTAL MEDIUM

Face : 4

(27

S

(p G jrm—

0 FRAGMENTAL DARK
4

FRAGMENTAL LIGHT

o FRAGMENTAL MEDIUM
4

#0160 FRAGMENTAL DARK 50x12C  FRAGMENTAL DARK
Face 4 Face : 4

e

#0450 FRAGMENTAL LIGHT 500120 FRAGMENTAL LIGHT
Face : 4 Face : 4

0x160 FRAGMENTAL MEDIUM  &ovize FRAGMENTAL MEDIUM

Face : 4 Face:4

Andia Gres Spain

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
standards according to ISO 13006:2012/1Q5:1704/6/1997 Dry -Pressed Ceramic Tiles.

1200* 2700 man | 0 4%
1200 * 2400 men | [ 4%

TEST LIMIT

TEST METHOD

Acids and Alkalis

150 10545-14

23 | RESISTANCE TO HIGH
<concentraition Acids and

test method available

EfLS 5-
11| water absorption|%)| 1000~ 1000 mm | () 3% BRI 25648
BO0 L0 mm | () g
1200 * 2700 mm | 7650
Breakage strength N~ oo0 = St mem | 2650 ik 150 10545-4
21 [ooo-1000mm| 3300 | Mot fess 1500 Reference guideline number 256/2
ICAL 800" 1600 mm_| 2550 on number 256/2 on Determination
PROPERTIES Kol 1300 * 2700 mm. 47 of breakage index
s o RUPIE 250 2390 men | .
(Nfmem2) T T 2| o054
BO* 1600 mim a7
31 | Resistance to Abrasion 30\7('1“'9 Minimum 150 10545-7 In draft farm bearing the
4 class 1 number 256 / 10
Linear Thermal Ditatation incex Han 4710-Gper 150105458 In draft farm bearing the
: : compulsory| . j
41 with ambient temperature to 100 G kelvin maximum number 256 /9
Resistance to thermal shock test method available | 150 105459 756/ 4
51
: 3 ; ak ; = In draft form bearing the
- Resistance of Glazed tiles to crazing | o crazing Na crazing 150 10545-11 oUimbee 25 /5
Detarmination of frost Resistance b should be Acceptable | 1 13s5.12 256/ o
71
Resistance to staining Glazed Tiles class3 Minimum chass? |50 10525-13
= Reference guideling number
CHEMICAL Resistance to Household chemicals o 256/ 1 an number 256/ 3 on
PROPERTIES 2.2 | andswimming paol salts &k Minimum class GB 11501054513 | petermination of Resistance of
= = unglazed tiles to chemicals
RESISTAMCE TC low concentraition LR i cla%s 6B

Pachaging & marking

Accepted

The Result : Above ample in the teasted cases is matched with 1QS : 1704/6

/7, Inspirations

|_ Sizes colertones and shapes e | |
g < | | v
. sizes to create < e s F ¥ |
[i-_an ambient surface \«.. giving varieties fo concrete *
e e il R
Worldwide shipments i
Nominal | Thicknessmm| Pes/box | Sqm/ box | Weight/box | Box/paliet | Sqmipaliet | PONE! weight Nominal | Actule
(k) + Siza cm e cm
120,270 9 mm Ipes 3.24 68 kg 40 12740 0 120x270| 120x270
120x240 9 mm Tpes 288 40 kg 40 11520 2400
120 x 240 120 240
a0x160 F mm 2 pes 2.56 50 kg 30 768 1500
60x120 11 mim 3pes 2.16 50 kg 44 95,04 1950.1980 Aox1en | Rasbon
g i A0 x 120 | 60x120
Tiles are packaged in a randam manner and company cannct guarantes the type of faces nside sach package.
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Andia Gres Spain
p ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
Michel ang elo Gold standards according fo ISO 13006:2012/1QS:1704/6/1997 Dry -Pressed Ceramic Tiles.
DE CERAMICA

TEST LIMIT TEST METHOD

1200* 2700 man | 0 4%
1200 * 2400 men | 4% A5 =
1-1 waler ahsarption|%)| 1000 * weemm | o 3% ’ BRI 356/ 8
BO0 L0 mm | () g
1200 * 2700 mm | 7650
Breakage strength N300 2s00 men] 3620 ) 150 105454
21 [ooo-1000mm| 3300 | MNat fess 1500 Reference guideline number 256/2
PHYSICAL 800" 1600 mm | 2550 on number 256/2 on !Jetermination
PROPERTIES Mokt 1200 * 2706 mm. 47 of breakage index
ulus of Rupture o2 o
(Nfmm2) e 2| soosis4
BOO* 1600 mm | 47
31 | Resistance to Abrasion 30cincle Minimum B0 10545-7 In draft farm bearing the
og class 1 number 256 / 10
. . N *
Linear Thermal Dilatation index camu?llsnrv 4710-Gper 150105458 I draft farm bearing the
41 with ambient temperature to 100 9'15-6 A kelvin maximum number 256 /9
Resistance to thermal shock . test method available | 150 105459 756/ 4
51
1 i ak 2 : Tn draft form bearing the
- Resistance of Glazed tiles to crazing | o crazing Na crazing 150 10545-11 oUimbee 25 /5
Detarmination of frost Resistance b should be Acceptable | 160 1054512 256/ o
71
Resistance to staining Glazed Tiles class3 Minimum chass? |50 10525-13
= Reference guideling number
CHEMICAL Resistance to Household chemicals o 256/ 1 an number 256/ 3 on
PROPERTIES | 3. | and swimming paol salts £k Minitmu class G2 |15010585-13 | petermination of Resistance of
unglazed tiles to chemicals
RESISTANCE TO low concentraition e e
Acids and Alkalis GLE Minimum class GB
150 10545-14
2-3 | RESISTAMCE T HIGH = test method available
<concentraition Acids and
Pachaging & marking Accepted

The Result : Above ample in the teasted cases is matched with 1QS : 1704/6

A~ Sizes .| Inspirations - i
< Sl color,tones and shapes [ .|
‘\__ an ambient surface | giving varieties fo concrete |

g
s S ~ ‘“‘--\\__. ; . 5 ~ ‘“\.\‘ : X ; Warldwide shipments Size
N gy \ 5 . == el Mominal | Thicknessmm| Pes /box | Sqm/box | Weight / box | Box/paliel | Sqmipaliel """”m‘;)‘?*“ e T
= . a 5 = Siza cm Siza cm
x = 'S 120:270 9 mm Tpes 3.24 68 kg 40 129.40 2700
1205270| 120% 270
s — A 120x240 9 mm 1pes 2.88 60 kg 40 115.20 2400 o i e : T
41 4
MICHELANGELO GOLD MICHELANGELO GOLD MICHELANGELO GOLD 1Helon 1w L E ALER o b 1938 - -
Face:5 Face ;5 Face :5 Tiles are packaged in o randam manner and company cannct guarantes the type of faces inside each package. 1RSI0 1007166

N
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Andia Gres Spain
—— ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
Twi ||g ht Blue standards according to ISO 13006:2012/1Q5:1704/6/1997 Dry -Pressed Ceramic Tiles.
DE CERAMICA

CHARACTERISTIC UL TEST LIMIT TEST METHOD
1200 * 2700 man
1200 2400 mm | [} 4% E05 4 5
1-1 water ahsorption;%)[ 1000 1600 mm | () 305 o BT 25648
BOO* 1600 mm 0 A%
1200 * 2700 mm | 7650
Breakage sirength (N[ 300+ 3200 mm 650 i 150 105454
21 [ooo-1000mm| 3300 | Mot fess 1500 Reference guideline number 256/2
PHYSICAL 800° 1600 mm_| _J651 on number 256/2 on Determination
PROPERTIES —_—— 120072000 mm | 0o of breakage index
pdulus of Rupture = e mm | - 32 .
[Nfrma) 1000° 000 mm| 365 IS0 105454
BOO* 1600 M 47
31 | Resistance to Abrasion 300circle Minimum TS0 10545-7 in draft form hearing the
of class 1 nurmber 256 /10
Linear Thermal Ditatation incex co:;‘llzlsow 4710-Gper 150105458 In draft form bearing the
41 with ambient temperature to 100 GUE kelvin maximum number 756 /9
Resistance to thermal shock - test method available | 150 105452 256/ 4
51
- . ak A 150 10545-11 Tn draft form bearing the
o Resistance of Glazed tiles to crazing | 1o craing Ma crazing & numbet 256 /5
§ + x
Detarmination of frost Resistance ak shauld be Acceptable | 150 1555512 256,16 oni
71
Resistance to staining Glazed Tiles classd Minimum chass? |50 10525-13
2-1 Reference guidedine number
CHEMICAL Resistance to Household chemicals . — - 256/ 3 an number 256/ 3 on
PROPERTIES 22 and swimming pool salts a8 Minimurm class G8 | 1500058513 | petarmination of Resistance of
; unglazed tiles to chemicals
UPBIBNCETS Jom oomcentialoon | g Mirinun class GB
- 150 10545-14
23 | RESISTANCE TO HIGH = test method available
<concentraition Acids and
Pachaging & marking Accepted

The Result : Above ample in the teasted cases is matched with 1QS : 1704/6

. .
Z|  Sizes ﬁl Inspirations
1 : i
s to cruale c?l?r, ones c!nd shapes
| an ambient surface | giving varieties fo concrete
120w270 130240 80160
TWILIGHT BLUE TWILIGHT BLUE TWILIGHT BLUE
Face 4 Face 4 Face#
Warldwide shipments Size
Nominal | Thickness mm| Pes /box | Sqmy/box | Weight /box | Boxpaiet | Sqmipatist | PolIS welaht [Nominal] Actule
2 cm 2 cm
120:270 9 mm Tpes 3.24 68 kg 40 129.40 2700 b
120x240 9 mm Tpes 288 60 kg 40 520 2400 [12¢x270 120x 270
I
100100 11 mm 2 pes F3 455 kg FT3 [T] 1950 1200 240) 120 x 240
Tiles are packaged in o randam manner and company cannct guarantes the type of faces inside each package. 1A 08 TORl 0







Andia Gres Spain
ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
Fault Black standards according fo ISO 13006:2012/1QS:1704/6/1997 Dry -Pressed Ceramic Tiles.
DE CERAMICA

TEST LIMIT TEST METHOD

1200+ 2700 men| 0 4% 150 13006
1200 * 2400 men | 4% A5 =
11 | waterabsarptioni%)| 19907 1000 mm | o 305 o BRI S
BO0 L0 mm | () g
1200 * 2700 mm | 7650
Breakage strength N~ oo0 = St mem | 2650 ik 150 10545-4
21 [ooo-1000mm| 3300 | MNat fess 1500 Reference guideline number 256/2
ICAL 800" 1600 mm_| 2550 on number 256/2 on Determination
PROPERTIES Kol 1200 * 2706 mm. 47 of breakage index
s o RUPIE 250 2390 men | - .
(Nfmem2) T T 2| o054
BO* 1600 mim a7
31 | Resistance to Abrasion 300circle Minimum 150 10545-7 In draft farm bearing the
og class 1 number 256 / 10
Linear Thermal Ditatation incex Han 4710-Gper 150105458 In draft farm bearing the
: : compulsory| . j
41 with ambient temperature to 100 G kelvin maximum number 256 /9
Resistance to thermal shock . test method available | 150 105459 756/ 4
51
1 3 . ak 2 150 10545-11 Tn draft form bearing the
- Resistance of Glazed tiles to crazing | o crazing Ma ceazing 1 oUimbee 25 /5
Detarmination of frost Resistance b should be Acceptable | 160 1054512 256/ o
71
Resistance to staining Glazed Tiles class3 Minimum chass? |50 10525-13
= Reference guideling number
CHEMICAL Resistance to Household chemicals o 256/ 1 an number 256/ 3 on
PROPERTLES 2.3 | and swimming pool salts 68 Minimum class GB 11501054513 | petermination of Resistance of
= = unglazed tiles to chemicals
UPBIBNCETS Jom oomcentialoon | g Mirimum elass G
= 150 10545-14
23 RESISTANCE TC HIGH = test method available
<concentraition Acids and
Pachaging & marking Accepted

The Result : Above ample in the teasted cases is matched with 1QS : 1704/6

s .
7 Sisas .1 Inspirations ;
/ it crunia colertones and shapes S ||
AR T | giving varieties fo concrete %
VR b LSS oy
Size
Warldwide shipments
Hat I Actub
; Nominal | Thicknessmm| Pes /box | Sam/box | Weight / box | Box/patiet | sqmupatier | Pallet weight S| e
120270 120%240 120070 | 9mm | lps | 324 | 68k | 40 | 1mas | @700 120 x270) 120x270
FAULT BLACK FAULT BLACK 120240 9 mm Tpes 288 60 kg ) 520 2400 120 % 240] 120 x 240
Face: 6 Face -6 Tiles are packaged in a randem manner and company cannct guarentes the type of faces inside each package.
&)






Andia Gres Spain
ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
Fault Bookmaich standards according fo ISO 13006:2012/1QS:1704/6/1997 Dry -Pressed Ceramic Tiles.
DE CERAMICA

TEST LIMIT TEST METHOD

1200+ 200 men| 0 2% 150 13006
1200 2400 mm | [} 4% E05 2
1-1 | water absorption(®)| 1000~ weemm | 305 ' L 236/ 8
BO0 L0 mm | () g
1200 * 2700 mm | 7650
Breakage strength N300 2s00 men] 3620 ) 150 105454
21 [ooo-1000mm| 3300 | Mot fess 1500 Reference guideline number 256/2
PHYSICAL 800" 1600 mm | 2550 on number 256/2 on !Jetermination
PROPERTIES Modulus of Rupurel 12202000 mm | of breakage index
ulus of Rupture o o m | = 2 -
(Njmen2) T T T 150 105454
BOO* 1600 mm | 47
31 | Resistance to Abrasion 30cincle Minimum B0 10545-7 In draft farm bearing the
og class 1 number 256 / 10
. . N 3
Linear Thermal Dilatation index camu?llsnrv 4710-Gper 150105458 I draft farm bearing the
41 with ambient temperature to 100 9'15-6 Y kehin maximum number 256/ 9
oy | Resistonce o thermal shack - test method available | 150 105453 256/ 4
: . ok 2 150 10545-11 Tn draft form bearing the
- Resistance of Glazed tiles ta crazing | po craing Ma crazing numbet 256 /5
Detarmination of frost Resistance ok should e Acceptable | g 1054612 2565 on
71
Resistance to staining Glazed Tiles class3 Minimum chass? |50 10525-13
21 Reference guideling number
CHEMICAL Resistance to Househald chemicals o . 256/ 1 on number 256/ 3 on
PROPERTLES 2.3 | and swimming pool salts 68 Minimum class GB 11501054513 | petermination of Resistance of
unglazed tiles to chemicals
RESISTANCE TO low concentraition e e
Acids anid Allealis GLE Minimum class GB i
2-3 | RESISTAMCE T HIGH = test method available
<concentraition Acids and
Pachaging & marking Accepted

The Result : Above ample in the teasted cases is matched with 1QS : 1704/6

2 Sizes .| Inspirations N
/ sizes to create colertones and shapes N
~. anambient surface | | giving varieties fo concrete =

L. /8
Glossy Matt

Size
Warldwide shipments
Mominal [ Actul
: : : ! Mominol | Thickness mm| Pes /box | Sqm/ box | Weight /box | Box/paliel | Sqm/paliel ""“’t"‘m‘”‘*ﬁ it Siner | e

1205270 1205240 120270 | 9wm | Vpes | 324 | 68ky | 4o | imao | 2700 120 £270| 120270
FAULT BLACK FAULT BLACK T20x240 Fmm Tpes 288 &0 kg 40 11520 2400 1200 240( 120 x 240
Face: 6 Face -6 Tiles are packaged in a randem manner and company cannct guarentes the type of faces inside each package.
&)
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Andia Gres Spain
. ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
Sed im en'l' standards according to ISO 13006:2012/1Q5:1704/6/1997 Dry -Pressed Ceramic Tiles.
DE CERAMICA

TEST LIMIT TEST METHOD

1200* 2700 man | 0 4%
1200 * 2400 men | 4% A5 =
11 | waterabsarptioni%)| 19907 1000 mm | o 305 o BRI S
BO0 L0 mm | () g
1200 * 2700 mm | 7650
Breakage strength N~ oo0 = St mem | 2650 ik 150 10545-4
21 [ooo-1000mm| 3300 | MNat fess 1500 Reference guideline number 256/2
ICAL 800" 1600 mm_| 2550 on number 256/2 on Determination
PROPERTIES Mokt 1200 * 2706 mm. 47 of breakage index
s o RUPIE 250 2390 men | - .
(Nfmem2) T T 2| o054
BO* 1600 mim a7
31 | Resistance to Abrasion 300circle Minimum 150 10545-7 In draft farm bearing the
og class 1 number 256 / 10
Linear Thermal Ditatation incex Han 4710-Gper 150105458 In draft farm bearing the
: : compulsory| . j
41 with ambient temperature to 100 G kelvin maximum number 256 /9
Resistance to thermal shock . test method available | 150 105459 756/ 4
51
1 3 . ak 2 150 10545-11 Tn draft form bearing the
- Resistance of Glazed tiles to crazing | o crazing Ma ceazing 1 oUimbee 25 /5
Detarmination of frost Resistance b should be Acceptable | 160 1054512 256/ o
71
Resistance to staining Glazed Tiles class3 Minimum chass? |50 10525-13
= Reference guideling number
CHEMICAL Resistance to Household chemicals o 256/ 1 an number 256/ 3 on
PROPERTLES 2.3 | and swimming pool salts 68 Minimum class GB 11501054513 | petermination of Resistance of
= = unglazed tiles to chemicals
UPBIBNCETS Jom oomcentialoon | g Mirimum elass G
= 150 10545-14
23 RESISTANCE TC HIGH = test method available
<concentraition Acids and
Pachaging & marking Accepted

The Result : Above ample in the teasted cases is matched with 1QS : 1704/6

s Sizes .| Inspirations
< sizes to creafe coler,tones and shapes
& an ambient surface | | gteing markeias e concrita| g

att

120w270 1204240
SEDIMENT SEDIMENT SEDIMENT
Face 4 Face 4 Face 4
Waorldwide shipments Size
= % Pallet weight
Mominal Thickness mm | Pcs [ box Sqm/ box | Weight / box | Box/pallel | Sqm/pallel Thegh+ Meominal|  Actule
Size om Siza c
120=270 9 mim Tpes 3.24 68 kg 40 129.40 2700
120:240 9 mm Tpes 288 40 kg ® Ts10 — 120 % 270| 120 270
199x100 11 mim 2 pes 2 45.5 kg 42 &4 1950 120:2.240) 120 % 240
. . 1002100 | 100 100
Tiles are packaged in o randam manner and company cannct guarantes the type of faces inside each package. * *
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Andia Gres Spain

. ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
Mounitain standards according to SO 13006:2012/IQS:1704/6/1997 Dry -Pressed Ceramic Tiles.

DE CERAMICA

TEST LIMIT

1200* 2700 men | 0 2%
1200+ 2400 men | D 4% ED5 :
1-1 water absorption|%)| 1000 weemm | 305 : BT 256 /8
OO IO MM | () as
1200+ 2700 mm | 7550
Breakage strength N300 2s00 men] 3620 150 10545-4
21 (20007 1000mm | 3300 | Mot fess 1500 Reference guideline number 256/2
BHYSICAL 00" 1800 mm | 500 on number 256/2 on !Jetermination
PROPERTIES 1200 * 2700 mm. of breakage index
Modulus of Rupture Fre—tmme . 47 i
(Njmen2) T T 150 105454
800 1600 mm | 47
31 | Resistance to Abrasion 300circle Minimurm 150 10545-7 In draft farm bearing the
og class 1 number 256 / 10
. . N 3
Linear Thesmal Dilatation index ourﬁm:llso 4710-Gper 1501105458 In draft form bearing the
41 with ambient temperature to 100 9'1%-6 ™| kehin maximam number 256/ 9
oy | Resistonce o thermal shack - test method available | 150 105453 256/ 4
: i ak 2 : In draft form bearing the
o Resistance of Glazed tiles to £razing | o craring Mo crazing 150 10545-11 pliibet 256 £5
Detarmination of frost Resistance ok should e Acceptable | g 1054612 2565 on
7-1
Resistance to staining Glazed Tiles | class3 Minimum class? | 150 10545-13
21 Reference guideling number
CHEMICAL Resistance to Household chemicals o . 256/ 1 on number 256/ 3 on
PROPERTIES | 3. | and swimming paol salts &k Minimum class G2 | 1500054513 | * petermination of Resistance of
unglazed tiles to chemicals
RESISTAMCE TC: low concentraition e
Acids anid Allealis GLE Minimum class GB i
23 RESISTANCE TC HIGH = test method available
<concentraition Acids and
Pachaging & marking Accepted

The Result : Above ample in the teasted cases is matched with 1QS : 1704/6

. o
Inspirations )
(7 Sizes 4 | F: et —
/ sizes fo create RONEIPIRE SNG pRApeR
“..  an ambient surface | giving varieties fo concrete %
Gy
Size
Warldwide shipments
e : Nominal | Actul

e A " & : ; A Nominal | Thickness mm| Pes/box | Sqm/box | Weight/box | Box/paliel | Sqm/paliet """e‘o“;f?“ S| e
120270 120m240 120:270 9 mm Tpes 324 68 kg 40 129,40 2700 120 2 270) 120% 270
MOUNTAIN MOUNTAIN 1202240 G mm Tpes 288 &0 kg 40 11520 2400 120 240( 120 x 240
Face: 6 Face: 6 Tiles are packaged in a rendem manner and company cannet guarentes the type of faces inside each package.
(39)
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DE CERAMICA

120270
CORAL
Face: 4

(&)

120x240
CORAL

Face : 4

Bx160
CORAL
Face: 4

100%100
CORAL

Face: 4

Andia Gres Spain

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
standards according to ISO 13006:2012/1Q5:1704/6/1997 Dry -Pressed Ceramic Tiles.

TEST LIMIT

1200* 2700 men | 0 2%
1200+ 2400 men | D 4% ED5 :
1-1 water absorption|%)| 1000 weemm | 305 : BT 256 /8
BO0 L0 mm | () g
1200 * 2700 mm | 550
Breakage strength N300 2s00 men] 3620 150 10545-4
21 (20007 1000mm | 3300 | Mot fess 1500 Reference guideline number 256/2
BHYSICAL 00" 1800 mm | 500 on number 256/2 on !Jetermination
PROPERTIES 120072000 mm | 0o of breakage index
Modulus of Rupture Foome s 33 e,
[Nfmnz) 10007 1000 mm | 365 10545
BOO* 1600 mm | 4T
31 | Resistance to Abrasion 300circle Minimurm 150 10545-7 In draft farm bearing the
og class 1 number 256 / 10
. . N 3
Linear Thesmal Dilatation index ourﬁm:llso 4710-Gper 1501105458 In draft form bearing the
41 with ambient temperature to 100 9'1%-6 ™| kehin maximam number 256/ 9
oy | Resistonce o thermal shack - test method available | 150 105453 256/ 4
: i ak 2 1501054511 In draft form bearing the
= Resistance of Glazed tiles ta crazing | po craing Ma ceazing numbet 256 /5
Detarmination of frost Resistance ok should e Acceptable | g 1054612 2565 on
7-1
Resistance to staining Glazed Tiles | class3 Minimum class? | 150 10545-13
21 Reference guideling number
CHEMICAL Resislapce to Household chemicals = o . 256/ 1 on number 256/ 3 on
PROPERTIES | 5. | and swimming pool salts Minimum class G8 | 1501054513 | petermination of Resistance of
unglazed tiles to chemicals
RESISTAMCE TC: low concentraition e
Acids anid Allealis GLE Minimum class GB i
23 RESISTANCE TC HIGH = test method available
<concentraition Acids and
Pachaging & marking Accepted

The Result : Above ample in the teasted cases is matched with 1QS : 1704/6

M o
Inspirations )
|- Sizes 4 | F: doh —
sizes to create SORLIRNEE GNG BNRpes
i~ an ambient surface | giving varisties fo concrete| | ..
Glossy Mt
Worldwide shipments Size
Nominal | Thickness mm| Pes /box | Sqm/box | Weight /box | Box/patlet | Sqmipaliet P""'(’k;]‘?’“ Nominal | Actule
L] Size cm Siza cm
120,270 9 mm 1 pes 324 68 kg 40 12840 i 120 % 270| 120 % 270
1204240 9 mm 1 pes 2.88 60 kg 40 11520 2400
120 % 240( 120 x 240
100x100 11 mm 2 pes 2 45.5 kg 42 B4 1950
8160 9 mm 2 pes 2.56 50 kg 30 762 1500 JE0EN0: Fa=100
g A i BOx160 | BOx160
Tiles are packaged in a randam manner and company cannct guarantes the type of faces inside sach packag
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DE CERAMICA

He
W

P e — A A i f-
120:2?0‘ 120w240 E[h:iﬁﬂ &
VELVET VELVET VELVET
Face: 4 Face 4 Face 1 4

Andia Gres Spain

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
standards according to ISO 13006:2012/1Q5:1704/6/1997 Dry -Pressed Ceramic Tiles.

TEST LIMIT

1200* 2700 man | 0 4%
1200 2400 mm | [} 4% E05 2
1-1 | water absorption(®)| 1000~ weemm | 305 ' L 236/ 8
OO IO MM | () as
1200 * 2700 mm | 7550
Breakage sirength (M| 250~ Ssaomer] 3050 150 10545-4
21 [ooo-1000mm| 3300 | Mot fess 1500 Reference guideline number 256/2
PHYSICAL BUa* 1600 mm | 2650 on number 256/2 on Determination
PROPERTIES —_—— 120072000 mm | 0o of breakage index
ulus of Ruptre o e o |
(Nfmm2) T 2| soosis4
B0 1600 mm | A7
31 | Resistance to Abrasion 300circle Minimuim 150 10545-7 In draft farm bearing the
og class 1 number 256 / 10
. . N 3
Linear Thermal Dilatation index oumm:slso 4710-Gper 150105458 I draft farm bearing the
41 with ambient temperature to 100 9'15-6 ™| kehin maximam number 256/ 9
Resistance to thermal shock . test method available | 150 105459 756/ 4
51
: : ak A : In draft form bearing the
o Resistance of Glazed tiles to £razing | o craring Mo crazing 150 10545-11 pliibet 256 £5
. Detarmination of frost Resistance ak shauld be Acceptable | 150 1555512 256,16 oni
Resistance to staining Glazed Tiles | class3 Minimum chass? |50 10525-13
21 Reference guideling number
CHEMICAL Resistance to Household chemicals o . 256/ 1 on number 256/ 3 on
PROPERTLES 2.3 | and swimming pool salts 68 Minimum class GB 11501054513 | petermination of Resistance of
= unglazed tiles to chemicals
UPBIBNCETS Jom oomcentialoon | g Mirimum elass G
150 10545-14
23 RESISTANCE TC HIGH = test method available
<concentraition Acids and
Pachaging & marking Accepted

The Result : Above ample in the teasted cases is matched with 1QS : 1704/6

e
= Sizes .| Inspirations
: X
< it crunia c?l?r,ione? c!nd shapes 5
s an ambient surface | giving varieties to concrete ¥
Gy
Size
‘Worldwide shipments
Mominal | Actule
Nominal | Thicknessmm| Pes/box | Sqm/box | Weight/box | Box/pallet | Sqmipaliet ""'"”m‘;)"ﬁ?’“ Siecm | Size em
120270 9 mm Tpes 324 481 40 129,40 2700 120 270| 120270
120:240 9 mm Tpes 2382 &0kg 40 1520 2400 120 < 240| 1202240
802160 9 mm 2 pos 2.56 50 kg a0 Tad 1500 B0 x 160 | g0 x 160

Tiles are packaged in a randam manner and company cannct guarantes the type of faces nside sach package.






Andia Gres Spain
p ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
H orizon standards according to ISO 13006:2012/1Q5:1704/6/1997 Dry -Pressed Ceramic Tiles.
DE CERAMICA

TEST LIMIT

1200* 2700 men | 0 2%
1200+ 2400 men | D 4% ED5 :
1-1 water absorption|%)| 1000 weemm | 305 : BT 256 /8
BO0 L0 mm | () g
1200 * 2700 mm | 550
Breakage strength N300 2s00 men] 3620 150 10545-4
21 (20007 1000mm | 3300 | Mot fess 1500 Reference guideline number 256/2
PHYSICAL 00" 1600 mm | 2BG0 on number 256/2 on !Jetermination
PROPERTIES 120072000 mm | 0o of breakage index
Modulus of Rupture Foome s . 33 e,
[Nfmnz) 10007 1000 mm | 365 10545
BOO* 1600 mm | 4T
31 | Resistance to Abrasion 300circle Minimurm 150 10545-7 In draft farm bearing the
og class 1 number 256 / 10
. . N 3
Linear Thesmal Dilatation index ourﬁm:llso 4710-Gper 1501105458 In draft form bearing the
41 with ambient temperature to 100 9'1%-6 ™| kehin maximam number 256/ 9
& Resistance to thermal shock . test method available | 150 105459 756/ 4
s g ak ; 1501054511 In draft form bearing the
= Resistance of Glazed tiles ta crazing | po craing Ma ceazing numbet 256 /5
Detarmination of frost Resistance ok should e Acceptable | g 1054612 2565 on
7-1
Resistance to staining Glazed Tiles | class3 Minimum class? | 150 10545-13
21 Reference guideling number
CHEMICAL Resislapce to Household chemicals = o . 256/ 1 on number 256/ 3 on
PROPERTIES | 5. | and swimming pool salts Minimum class G8 | 1501054513 | petermination of Resistance of
unglazed tiles to chemicals
RESISTAMCE TC: low concentraition o 5
Acids anid Allealis GLE Minimum class GB i
23 RESISTANCE TC HIGH = test method available
<concentraition Acids and
Pachaging & marking Accepted

The Result : Above ample in the teasted cases is matched with 1QS : 1704/6

Inspirations
/ color,tones and shapes

giving varieties to concrete

4| Sizes
sizes to create
an ambient surface

Bl160 B0x160

HORIZON DARK HORIZON LIGHT
Face: 4 Face: 4
Worldwide shipmerits i
Neminal | Thicknessmm| Pes/box | Sqm/box | Welght/box | Box/patiet | Sqm/paliet """"ﬂ;]‘f?"" il I
20x160 2 mm 2.56 pes 2.56 50 by 30 788 1500 B0x160 | B0 x160
Tiles are packaged in a randam manner and company cannct guarantes the type of faces nside sach package.
@
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DE CERAMICA

Ambient

Ambient ceramic complex with a new
interpretation of cement and the
cornerstone of modern and contemporary
architecture has been able to offer a
combination of engineering power with
its necessities.

Andia gres Company used a minimalist
method to interpret this beautiful tile
during its construction, and combining
these charms, made it more elegant.
This ceramic has high-performance
surface results that give the impression
that a light-wave color can be seen, but
with a closer look, a very beautiful wave
spectrum can be seen.

(- Sizes E—
/ sizes fo create
.. an ambient surface

(7 Inspirations
< colortones and shapes
U giving varieties to concrate

~
7)

(=)

A160

AMBIENT
BEIGE DARK

Face: 5

S-OKﬁO I
AMBIENT
BEIGE DARK

Face: 6

A0x160

AMBIENT
BEIGE MEDIUM

Face: 6

Blw1el
AMBIENT
UGHT GRAY

Face:6

Andia Gres Spain

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017

standards according to ISO 13006:Anex G-EN 14411:Annex G, Dry -Pressed Ceramic Tiles.

TECHMICAL FEATURE

Andia Gres

Avg. = 008%
Water Absorption 50105453 | % BlA- 0.2% :n;ﬁaiam 0.2%
Medulus of Rupture 150 10545-4 — 35 WMin. 42
Breaking Strength 150105454 N 3100 Mire 1800
Moisture Expansion 150 10545-10 mmy/m 002
Meohs Hardness of surface NA . - 7
Coefficient u:f linear tillermal BB , -
expansion from ambient i k - By10 &t max
:W temperature to 100 “C
Thermal Shock Resistance | D0 105499 | - ok No damage
Crazing Rresistance: 150 10545-11| - oK Mo damage for
glazad tiles Main, 10 Cycles
Bulk Density 150105453 | 50 22
impact Resistance 150105455 | 055
Frost Resistance Bl oK
small colour differences (150 10545-181 oK
Resistance to staining 150 10545-14 | o 3 Class 4
CHIMICAL  [oeitance prm . ey =
PROPERTIS | Cutance to hous wo&;’:“'s 150 10545-13 | Class G Compliant
Resistance to acids & alkalis [IS0 10545-13| ¢, Compliant
Packaging info
hipments to domestic markefs findic)
Mominal [ Thickness mm | Pes./ box | Sgqm / bax I Wight/box Size
Bl 60 | niasres | 1 | 128 I~ asea
Marminal Actule
Worldwide shipments Site o Saze crm
Mominal | Thickness mm | Pes fbox | Sqm/box | Weight / box Pl wo 80x160 | 79,8 %1598
Blx160 11.5:0.5 Tpes 1.28 33+1Tkg 45 58.88 1460450 : .
50«60 20 mm Zpes 072 33 40 n o 1630430 Snod (4925002

Tiles are packaged in o random manner and company cannet guarantes the type of faces inside sach package. .
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DE CERAMICA

Endless Gray

Endless grigio inherits the endless set of
concrete strength. The material in this
ceramic has created a modern design by
influencing important pages in the history
of architecture and thanks to the ability
to radiate strong energy around it.

Andia gres examined the remarkable

artifacts made by Italian craftsmen, which
are characterized by the intense touch and
feel of this material, in the smallest size.

Then in his design lab, he tried to implement
large-scale subtle changes to the colors
seen in small and famous ltalian designs
and create soft effects from an "endless"
surface.

Endless grigio is the result of a ceramic set
consisting of Chiaro,medio and scuro,
which is made with a variety of shades,
sharp patterns, and very unique touch
skills, and transmits an immortal and

contemporary personality to the
surrounding space.
(7 Sizes

sizes to create
an ambient surface

4

/. Inspirations -
" 4] colortones and shapes
‘\\;\) giving varieties to concrete

|49

Ahel160

ENDLESS
GRAY LIGHT

Face ' 3

BOxB0
ENDLESS
GRAY LIGHT

Face . §

BOnIG0

ENDLESS
GRAY MEDILM

Face | 3

o160

ENDLESS
GRAY DARK

Face 1 3

ENDLESS
GRAY DARK

Face | 6

Andia

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017

Gres Spain

standards according to I1SO 13006:Anex G-EN 14411:Annex G. Dry -Pressed Ceramic Tiles.

QUALITY = = STANDARD :
Avg. = 0.08%
Water Abserption 50105453 | % BlA- 0.2% smﬁuid:q 0.2%
Medulus of Rupture 150 10545-4 Ny 35 Min. 42
Breaking Strength 150105454 N 3100 Min. 1800
Moisture Expansion 150 10545-10 | mmy/m 002
Mohs Hardness of surface N 7
Coefficient of[ linear thermal P , .
expansion from ambient g k 6107 k' max
:gﬁ?‘- temperature to 100 “C
Thermal Shock Resistance B 1thasd oK Ne damage
Crazing Rresistance: 150 10545-11 ik No damage for
glazad tiles Main, 10 Cycles
Bulk Density BOLSS3 | g 22
impact Resistance 150 10545-5 0,55
Frost Resistance 150051512 K
Small colour differences 150 10543-16 oK
Resistance to staining 50 10545-14 | jaee 3 Class 4
CHIMICAL | 7 -
PROPERTIS 'Res‘;t:;cfw%ﬁgﬁf;h;ﬂﬂ:ﬁ?“'s IS0 10545-13 | Class 68 Compliant
Resistance to acids & alkalis [IS0 10545-13| ¢, Cotmpliant
Packaging info
hig to d i kets (india)
Momingl [ Thickness mm | Pes./box | Sqm /box | Weight/box Size
eo-is0 | Tisras | 7 [ 128 T 5sf1
ENominal Actule
Worldwide shipments | Semem | Sizeem
Nominal | Thickness mm | Pes /box | Sqm/box | Weight / box """‘(‘k“;’f?"“ B0 X160 | 79,8x159,8
80x160 11.550.5 pes 128 33+ 1k 4 58,88 1440 450 I 5 5 7
50 %60@0mm| 20 mm Zpes 072 33 ilh 5 Tl e S0x60 |60,2x80,2

Tiles are packaged in o random manner and company cannet guarantes the type of faces inside sach package. .







Andia Gres Spain

ALL TESTS ARE CARRIED ©UT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISOQ/IEC 17025:2017
standards according to 1SO 13006:Anex G-EN 14411:Annex G. Dry -Pressed Ceramic Tiles.

DE CERAMICA

Q'['I’L';:‘[ i ICAL FEATURE
SIZE « 1600 mn | SIZE =800 mm
% mim % mam
= width 15010545-2 | mm 799 05 | +08wm | 05 | +1om
Frappuccino
Length 150105452 | mm 1600 05 | tlfmm 05 | +12mm
DIMENSION Thickness 150 10545-2 | mm 115 5 +5mm 5 + [5mm
il Straightness of side oK
¥ ¥ 3 QUALITY ! 06 | £08mm 06 |4 Imm
Frappuccino is made of authentic marble ol
& A i = oK +1.3mm + L.5mm
carved from the surrounding mountains Restfiiity e ik " o
that make Carrara, the Italian marble Surfape Thiiges 150105452 | mm el ) W
capital of the Roman Empire. Surface Quality 50105452 | - oK 95%
i i i is < 0%
This stone with a thickness of 11 mm is Water Absorption — e ]
mafie of théj* best marble stones and has Moduts of Ruptare | 150 105454 |y - g
va r‘lous deSngfls and colors. . e 0105454 | o ey
This marble is produced with endless
" . Moisture Expansion 150 10545-10 | mm/m - 002
elegance in gray and brown color and is !
i . . MNA& 7
unique in Andia gres Company. St i RSN A i '
. ; : . Coefficient of linear thermal ;
Frapuccino is part of the Kier Collection, " expansion fom ampient | 150 105458 K IS L i
" . PHYSIC) temperature to i
evoking the beauty of authentic marbles FROPERTIES = : BO108458 | -
X X ) Thermal Shock Resistance L OK No damage
that have written important pages in - -
. X Crazing Rresistance: 150 10545-11| [o]4 Mo damage for
the history of classical and modern glazed tiles Main. 10 Cycles
architecture. Bulk Density 150 105453 | grec 22
Among the types of this beautiful stone, Sopact Reststalios. B = |- 1 055
we can mention Marrone and grigio. Frost Resistance i N oK
Small colour differences 150 10545-16 = oK
Resistance to staining 1150/ 10545-14| Class 3 Class 4
CHIMICAL z =
PROPERTIS “”';E:;‘“-“"“E:";J,‘f,,‘?:f;“";m 1054513 | Class B Compliant
Resistance to acids & alkalis i!SO 10545-13 | Class Compliant
EDwI0 AR
2| Sizes FRAPPUCCINO FRAPPUCCINO issiscio i IO
sizes to create MARRONE GRAY ! to findia)
an ambient surace Fice B Faini =B Haminal |Thidmasa mm | Pes./ box | Sam { bex | Weight/bax
: BOx160 | 115%05 | 1 | 138 | sat1
Size
. . Waorldwide shipments Norninal | Acle
(7 Inspirations Nominal | Thickness mm | Pes /bax | Sqm/box | Weight / box o M?k:ﬂw e
/E c?i::ar,ione's ",nd :hapes i B0x160 11,5405 Tpes 128 3351 ky 4 5888 1460450 BOSYAD: | 2 BATHES
=y EIROGHSHSE SO RCrI Tiles are packaged in o randem manner and compeny cannct guarantes the type of faces inside each packege.
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DE CERAMICA

Fragmental grigio

Fragmental grigio is one of the stones
suitable for interior and exterior facades
with a high luminosity that gives a special
effect to the environment. This brand is
one of the unique examples of ceramic tiles
in the market and can be a good choice
for you. The soothing color spectrum of
this tile model along with the high quality
in its production has caused this product
to be used in places that need double
beauty.

Today, despite the various products of
factories for different uses, choosing the
desired design becomes very difficult.
Fragmental grigio has other brands called
Fragmental grigio scuro,Medio and Chiaro,
which can be a good option for those

who are interested in using granite stones.

This model is used for ceramics in the
yard and parking lot, kitchen floor, and
reception floor. This design can also be
called the latest ceramic floor and wall
model.

(7 Sizes )
/ sizes to create
—. an ambient surface |

- Inspirations
7 color,fones and shapes
W/ giving varieties to concrete

(53

Bikel60

FRAGMENTAL
GRIGIO LIGHT

Face: 5

G50 :
FRAGMENTAL
GRIGIO LIGHT

Face : 7

FRAGMENTAL
GRIGIO MEDIUM

Face 5

Bx160
FRAGMENTAL
GRIGIO DARK

Face : 7

Andia Gres Spain

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
standards according to ISO 13006:Anex G-EN 14411:Annex G. Dry -Pressed Ceramic Tiles.

QUALITY STANDARD

oo TECHMICAL FEATURE Sebmen | T R Brdka Cres
Avg. = 008%
Water Absarption 50105453 | % BlA- 0.2% ;n;%id,ﬂ 0.2%
R 150 10545-4 i
Modulus of Rupture Ny 35 Min. 42
Breaking Strength 150105454 N 3100 Min. 1800
Moisture Expansion 150 10545-10 | mmy/m 002
Mohs Hardness of surface N 7
Coefficient ofl linear thermal P , ;
expansion from ambient i k 6107 k' max
:w temperature to 100 “C
Thermal Shock Resistance | D0 105499 | - ok No demage
Crazing Rresistance: 150 10545-11 ik No damage for
glazed tiles Main, 10 Cycles
Bulk Density Bagsa3 g/ec 22
impact Resistance IS0 10545-5 0,55
Frost Resistance spamsisdd K
small colour differences (150 10545-181 oK
| Resistance to staining 150 10545-14 | o 3 Class 4
CHIMICAL | T
propERTs [Retance fo house po‘“‘idoﬂ:ﬁ':“'s 150 1054513 | Class Gé Compliant
Resistance to acids & alkalis [IS0 10545-13| ¢, Cotmpliant
Packaging info
hig to d i kets (india)
Mominal [ Thickness mm [ Pes./ box | Sgqm /box | Weight/box Size
Bhdes [ Tistos [ [T
Maminal Actule
Waorldwide shipments Sire cm Sazer cm
Nominal | Thickness mm | Pes /box | Sqm/box | Weight / box Pl wo 80x160 | 79,8 %1598
80x160 11.5¢0.5 Tpes 128 33+ 1xg 46 sa.aa 1460 +50 |
50 %60[0mm)| 20 mm Zpes 072 335 1hy 32 23.04 1050 % 50 Snod (4925002

Tiles are packaged in o random manner and company cannet guarantes the type of faces inside sach package. .
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DE CERAMICA

Spider Gray

One of the most popular Italian brands in
1946 was produced by Andia gres called
Spider grigio. This marble-shaped ore can
be found in gray and white colors in the
market from the products of this company.
[talian Spider grigio Chiaro is gray marble
with a rich and beautiful history that is
decorated with rugged solid white streaks
and gives it a classic charm. The intricate
patterns and lines in it give the desired
depth and dimension to the desired
design.

This delicate tile has high contrast and
is captivating. Spider grigio plates are
distinguished after compression in their
structure after polishing. These panels are
suitable for exterior applications, interior
walls and floors, monuments, countertops,
mosaics, fountains, wall and pool tiles,
stairs, window frames, and more.

Sizes
sizes to create
an ambient surface

—

colorfones and shapes
giving varieties to concrete

_,«H Inspirations
|

(55

L S
80160

SPIDER
GRAY MEDIUM

Face ! 3

Andia

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
standards according to 1ISO 13006:Anex G-EN 14411:Annex G. Dry -Pressed Ceramic Tiles.

Gres Spain

QUALITY i ATURE
vt TECHNICAL FEATURE
SIZE < 1600 mm | SIZE »800 mm
| % i % man
width 180 10545-2 | mm 799 05 | +0Bwm | 05 | 4+Imm
Length 150105452 | mm 1600 05 [+08mm | ps | +i2nm
DIMENSION Thickness 150 10545-2 | mm 1L5 5 [tB5mm| 5 | +05mm
AND SURFACE : : 1
QUALITY Straightness of side 1S010545-2 | mm 0K (il +0.8mm 05 |t imm
Rectangularity | 150 10545-2 | mm oK 05 |[tlimm | 06 | *1Smm
Surface Flatriess | 50105452 | mm 05 | *18am | 05 | +3mm
|
Surface Quality 150 10545-2 OK 95%
- | Avg. < 0.08%
Water Absorption | 15010545-3 | % BIA- 0.2% in;?.r;dui 02%
Madulus of Rupture :;4_3 105454 |y mm? 35 . Min, 42
Breaking Strength | 150 105454 N 3100 Min. 1800
Moisture Expansion 1150 10545-10 | mm/m 0,02
Mohs Hardness of surface NA 7
Coefficient of linear thermal ;
expansion from ambient 150105458 | k 6310 K man
PHYSICAL temperature to 100 °C
PROPERTIES 5
Thermal Shock Resistance | 190/ 10545-8 oK No damage
Crazing Rresistance: 1150 10545-11 oK No damage for
glazed tiles | Main. 10 Cycies
Bulk Density | 50105453 | gec 22
impact Resistance | 150 10545-5 055
Frost Resistance |150 10545-12 O
Small colour differences JiSO 10545-16 oK
Resistance to staining , 150 10545-14 | Class 3 Class 4
CHIMICAL 3 ieate]
PROPERTIS Resu;tr;agcs o hnf:hpoé‘if?:pnémls; 150 10545-13 | Class GB Compliant
Resistance to acids & alkalis |50 10545-13| Class Compliant
Packaging info
shipments to demestic markets jindia)
Meminal | Thickness mm. | Pes./box | Sgm / box | Waighthox
B0wis0_ | 115105 | 1 32 [ s
Size
Werldwide shipments Mominal | Actule
T Si i
Mominal | Thickness mm | Pes /box | Sqm/ box | Waight / box b "“"':'k‘;}'}?"' s =
05160 15105 Yeis 128 0 P s0.08 1460250 Rl | TR R1508

Tiles are packaged in @ randem manner and company cannet guarantee the type of foces inside each package.



SPIDER GRAY




Andia Gres Spain

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO 15Q/IEC 17025:2017
standards according to ISO 13006:Anex G-EN 14411:Annex G. Dry -Pressed Ceramic Tiles.

DE CERAMICA

QUALITY STANDARD

TECHNICAL FEATURE

ITEM METHOD 150
SIZE < 1600 mmn | SIZE =800 mm
% mim % mam
width 1S0°10545-2 | mm 799 05 | #0Bmm | 05 | +1mm
-
Michelangelo Bookmatch o ——— — T
DIMENSION Thickness 150 10545-2 | mm 115 5 +05mm 5 + 05mm
AMND SURFACE
i i ) QUALITY Straightness of side 150 10545-2 | mm oK a5 | £08mm 06 |+ Imm
Michelangelo is part of the Leptis complex -
- T Rectangularity IS0 10545-2 | mm oK 0§ |[tldmm | 05 | *1Smm
and reminds every one of the exotic taste s e == et
- . 1 = X 1
of the unique marbles of Leptis, the most b
important African city in the Roman Surface Quality 50105452 | - oK 95%

1 1 7 1 < 0.08%
Empire, for its lavish architectural Water Absorption 150105453 | % BIA- 0.2% b s od
treasures. Modulus of Rupture 150 105454 |yt 35 Win, 42
Michelangelo is an interpretation of the Breaking Strength 150105454 | p— P
most beautiful Statuario Michelangelo P — I o - s
extracted from the Carrara marble EER N P =

araness of surface =
pools. StaFuarlo Michelangelo s marble 1§ Coefcent offnear therml i
characterized by a very light white I— e S | ERoS k x10°6 k!
background and thin golden and gray S | sl Shock Resistance | B0 105458 - oK o—
strea ks WJth a spectacular. effect. Crazing Rresitance: e = e
Andia gres introduced this model as one glazed tiles Main. 10 Cycles
of its best marbles and used seductive colors Bulk Density Ro0eS | g 22
i . . i impact Resistance 150 10545-5 = 055
and extraordinary graphics in its design. ——r ;
: ; i 1054512 | oK
After a while, to make this stone look more S Rptittance
beautiful, he adapted it to today's colors Small colour differences {150 10545-16| - oK
and added streaks of gold and orange. Resistance to staining {150 10545-14 | Class 3 Class 4
CHIMICAL 3 =
PROPERTIS R”':t:gcsmmpﬂfhs:jﬂ“'s'rso 1054513 | Class B Compliant
Resistance to acids & alkalis 1150 10545-13 | Class Compliant
. Packaging inf
Z| Sizes J MICHELANGELO GOLD siorriato 6 e i iy
Sres i rraote GRAY MEDIUM Nominal | Thickness mm | Pes./ box | Saqm / box | waighi/uox
| an ambient surface 1 f
4 B0x160 | 115105 | 1 | R |
Ax1G0
MICHELANGELO GOLD BOOKMATCH Size
i Werldwide shipments _ “Sim ;m ] Qf:‘il-:
~ Inspirations ——— Nominal | Thicknessmm | Pes/box | Sqm/box | Weight / box Felawaluy :
A colortones and shapes BOx160 11,5105 Tpes 128 3340 kg i se.08 1480750 ALY, | RS
| giving varieties fo concrete | Tiles are packaged in @ randem manner and company cannot guarantes the fype of faces inside each package.



MICHELANGELO GOLD BOOKMATCH









Andia Gres Spain

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO 15Q/IEC 17025:2017
standards according to ISO 13006:Anex G-EN 14411:Annex G. Dry -Pressed Ceramic Tiles.

DE CERAMICA

CAL FEATURE

Avg. = 008
Water Absorption 50105453 | % BIA- 0.2% ARl
Ci RGO Hon = Medulus of Rupture 150 10545-4 — 35 WMin. 42
y Breaking Strength 150105454 N 3100 Mire 1800
Moisture Expansion 150 10545-10 mmy/m = 0,02
Thls group of procluch of the Andia Gres - NA ) ) =
is a wonderful combination of 8 popular Cosficien ofinear themal | | ] .
and high-selling models. pvscu | Panslon from arpient ; B i
e . PROPERTIES
In addition to the strength of the porcelain Thermal Shock Resistance | 52105459 | - & o e
tiles of this brand, this well known and Crating Rresstance: |50 1054511 - = No damage fo
popular combination of parquet wood glazed tiles T Main, 10 Cycles
gives it a special beauty. BullcDenely e 2
% 5 i ct Resistance 5 -
In this model, you can see the regular design e — = £S5
of knots and delicate natural veins of Fepit Rusisianion :
ancient trees, which gives them special small colour differences 150 10545161 oK
glory. Resistance to staining |10 10545-14 | 1,0 3 Class 4
] s 5 CHIMICAL rar e
The coml?lnatton of the quahty of th‘e Spisiond lﬁesmmohop%mws A 8 Compliant
wood design and the matte glaze of this Resistance to acids & alkalis | 150 1054513 | cppc Compliant
group of products conveys all the warmth
of the wood well.
Also, these products are resistant to all
kindsof chemicals, stains, and wear.
This group of products is a very good choice
for use in high-traffic public places due to
low water absorption and benefiting from
the wonderful properties of porcelain.
This group of parquet wood products is
produced in size 20x120 and is offered in
international and domestic markets.
~ H s Packaging info
“ ssi;fseiz create e shipments to domestic markets india)
|  onGmbientsutace CINNAMON HONEY Haminal |Thic1mm mm | Pes./ box I Sam { box I Weight/bor,
Face 10 20x120 | 1 | ] | 1.188 1 28
Size
Worldwide shipments Mominal | Actule
4 Inspirations i Eiicnm (ot | i o . gt P Sewe | foo
c_olf:r,ione_s ”!"d shapes 205120 115405 Fpe 1188 28 11k 52 s178 V458 £50 402120, | 1RO x120
[. gming varistiesis COI‘ICMG. Tiles are packaged in a random manner and company cannof guarantee the lype of faces inside each package.
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CINNAMON HONEY




Andia Gres Spain

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO 15Q/IEC 17025:2017
standards according to ISO 13006:Anex G-EN 14411:Annex G. Dry -Pressed Ceramic Tiles.

DE CERAMICA

-“FII'“F‘P:;“ TECHMICAL FEATURE : | ot | Andia Gres
Wiater Absarption 50105453 | % BIA- 02% g anmy
Roﬂen copper MOdU|st of Rupture EZ igz: N 35 Min. 47
Breaking Strength N 3100 Mire 1800
. Moisture Expansion 150 10545-10 mmy/m = 002
This group of products of the Andia Gres R WA ] _ i
is a wonderful combination of 8 popular Coefficient of inear thermal
and high-selling models. el e O et ' ST i
In addition to the strength of the porcelain R I hsatrmal Shock Resictanca. | 50105458 |~ B No daring
tiles of this brand, this well known and T TR o P o
popular combination of parquet wood glazed tiles ok Main, 10 Cycles
gives it a special beauty. BullcDenely il 7
In this model, you can see the regular design il ol £S5
of knots and delicate natural veins of Pk Rusis arica R - o
ancient trees, which gives them special small colour differences 150 10545161 oK
glory. Resistance to staining 150 1054514 | paee 3 Class 4
The combination of the quality of the i ﬁesa;t:&mchopse’r;g PR 1o 1054513 clss a8 Compliant
wood design and the matte glaze of this Resistance to acids & alkalis | 150 1054513 cppss Compliant
group of products conveys all the warmth
of the wood well.
Also, these products are resistant to all
kindsof chemicals, stains, and wear.
This group of products is a very good choice
for use in high-traffic public places due to
low water absorption and benefiting from
the wonderful properties of porcelain.
This group of parquet wood products is
produced in size 20x120 and is offered in
international and domestic markets.
’/’1|J Sifseiz Y [ _— :hip;me.nts ::':omesﬁc markets (india
| an ambient surface | ROTTEN COPPER %ﬂl !Thidm:smm ! Pa:bm } Sﬁ:;;:m !%i:':bms
Face: 8
Worldwide shipments f:::iirml Actule
4 e T s i s | s e | [
IJI givin,g ariaies 1 cﬁncr@te 20120 115405 5 pes 1,188 284 1ug 52 678 1438 4 50 TN | Tnanien

Tiles are packaged in a randam manner and company cannal guarantee the type of faces inside sach pockeage.



ROTTEN COPPER




Andia Gres Spain

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO 15Q/IEC 17025:2017
standards according to ISO 13006:Anex G-EN 14411:Annex G. Dry -Pressed Ceramic Tiles.

DE CERAMICA

QUALITY

TECHMICAL FEATURE STANDARD | yjpgr

Andia Gres

ITEM METHOD 150 150 15008201
. = D.08%
Water Absorption 50105453 | % BIA- 0.2% i il
R 150 10545-4 i
Mounfdin Gl'is Modulus of Rupture Ny/mm® 35 Min. 42
Breaking Strength 150105454 N 3100 Mire 1800
Moisture Expansion 150 10545-10 mmy/m 002
ThlS group of produch of the Andia Gres FE— NA ] -
is a wonderful combination of 8 popular Coefficient of inear thermal
and high-selling models. oL sipaesionfiomanbient, | BOLNES) ! B0 4t
In addition to the strength of the porcelain Thermal Shock Resistance | 50105459 ok No damage
tiles of this brand, this well known and Crating Rresstance: |50 1054511 - = No damage fo
popular combination of parquet wood glazed tiles T Main, 10 Cycles
gives it a special beauty. BullcDenely e 7
% y i t Resista 7
In this model, you can see the regular design e — = £S5
of knots and delicate natural veins of Pk Rusis arica
ancient trees, which gives them special small colour differences | 150 1054316 oK
glory. Resistance to staining | 150 10545-14 | ¢ 3 Class 4
N 5 5 CHIMICAL T i
The combination of the quality of the PRORERTIS [ e e e 150 1054513 Class Gt Compliant
wood design and the matte glaze of this Resistance {o acids & alkalis | 150 1054513 (jags Compliant
group of products conveys all the warmth
of the wood well.
Also, these products are resistant to all
kindsof chemicals, stains, and wear.
This group of products is a very good choice
for use in high-traffic public places due to
low water absorption and benefiting from
the wonderful properties of porcelain.
This group of parquet wood products is
produced in size 20x120 and is offered in
international and domestic markets.
n 20u120
ﬁ Sizes MOUNTAIN GRIS LIGHT Rescleaglng Inte ) o
T Fate 8 shipments to domestic markets india)
|  onGmbientsutace Narminal |Thi:knm mm | Pes.J box ] Sam { box l wwm}
70:120 | ik 8 | A
Size
Worldwide shi Mominal | Actule
ﬁ |n|5pi|‘ﬂ1i0l;l$h—- Nominal | Thicknessmm | Pes /box | Sgm/box | Weight / box . samipatist l’ﬂﬂe‘mﬂw ol W
o or,fones and shapes 20m120 T 2Wx1Z0 | 19,5120
I g[vlng Carclies o concrste MOUNTAIN GRIS DARK : 20:120 -'I 0.30 5 pes 1.188 284 1kg 52 . -¢1 T8 1458 + 50
b | Face:8 Tiles are packaged in a randam manner and company cannal guarantee the type of faces inside sach pockeage.




MOUNTAIN GRIS LIGHT




Andia Gres Spain

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO 15Q/IEC 17025:2017
standards according to ISO 13006:Anex G-EN 14411:Annex G. Dry -Pressed Ceramic Tiles.

DE CERAMICA

CAL FEATURE

Avg. = 008
Water Absorption 50105453 | % BI&-0.2% in;ﬁ'i:-iul 0.2
z Medulus of Rupture 150 10545-4 - 35 WMin. 42
Lantina Hone "'“'“
y Breaking Strength 150 10545-4 N 3100 Mire 1800
Moisture Expansion 150 10545-10 mmy/m = 002
This group of products of the Andia Gres - NA =
is a wonderful combination of 8 popular Cosficien ofinear themal | | ] .
and high-selling models. PHYSICAL expanglan e ambient K 6110 K max
e i PROPERTIES
In addition to the strength of the porcelain Thermal Shock Resistance | 52105459 | - & o e
tiles of this brand, this well known and Crating Rresstance: |50 1054511 - = No damage fo
popular combination of parquet wood glazed tiles T Main, 10 Cycles
gives it a special beauty. BullcDenely e 2
% y i ct Resistance 5 -
In this model, you can see the regular design e — = £S5
of knots and delicate natural veins of FevitRusistanics :
ancient trees, which gives them special small colour differences 150 10545161 oK
glory. Resistance to staining 150 1054514 | paee 3 Class 4
The combination of the quality of the i 'ﬁeswm"&'“’f;ﬂ herical| 1 10545-13| Class a8 Compliant
wood design and the matte glaze of this Resistance {o acids & alkalis | 150 1054513 (jags Compliant
group of products conveys all the warmth
of the wood well.
Also, these products are resistant to all
kindsof chemicals, stains, and wear.
This group of products is a very good choice
for use in high-traffic public places due to
low water absorption and benefiting from
the wonderful properties of porcelain.
This group of parquet wood products is
produced in size 20x120 and is offered in
international and domestic markets.
s H Packaging info
A ngse': T J0w120 shipments to domestic markets india)
| an ambient surface LANTINA HONEY Narminal |Thidmm mm | Pes. box I Sqm { box I Weighi/bex
Face: 10 20:120 | i ] [ Tm | =
Size
Worldwide shipments Mominal | Actule
;1 Inspi ﬂ:l‘lions Mominal | Thickness mm | Pes (box | Sgm/ box | Weight / bax T sqmipaliet M‘Lmﬂ‘ll Saacm Stexiom
c?l?r,ione_s ?"d shapes T0x120 1030405 | Spe 1.188 T8 +1kn = PIET] 1458 1 50 FEAE | TRN Ry
l. gming varistiesis COI‘ICME. Tiles are packaged in a random manner and company cannof guarantee the lype of faces inside each package.

(=)
NS



LANTINA HONEY




Andia Gres Spain
ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
standards according to I1SO 13006:2012/1QS:1704/6/1997 Dry -Pressed Ceramic Tiles.

Bircola

DE CERAMICA

water absorption Eb<(5% Eb<(5% NS0 9169-3 Eb=5%

Mochlus of
Rupture and Bbreaking 35 N/mm? 35 M/mm2 INSO 9165-4 40 N/mm?2
Strength (Flexd)
PHYSICAL . Must Be Must Be INSO B3169-12 oK
Frost Resista
o LI Mached Mached
Crazing Resistance for glazed Pust Be Must Be 5
“%l'rles [.ﬂruloclave}g Mached Mached NS0 816812 ok
i i The Abrrasive
Remstaa;g E{;r;a_ﬁlee:brasmn = Catagory Should NSO 91696 3
Ment ioned
Resistance to Stains Mini 3 Min 3 NS G0 3
chemicals ; Min GB
CHEMICAL Resistance of Glazed Tiles Hai R m INSO 10545-13 ol
Resistance of Acids & base Must Be Must Be 5
i i bistpe INSO 1054512 GBL
Dimensions Eale. +06% INSO 9169-2 +05%
Thickness 5% +5% INSO 9169-2 + 3%
o parallesn Sides xa o5, NSO 8166:2 £03% (imm)
Surface Flatness A LR NSO 9169-2 +0.5% (1mm)
Orthaganality +05% Eoii;nn? NSO 9169-2 +0.3% (1mm)

A Sizes Inlsplrutlons - .
sizes to create colortones and shapes
| " giving varieties to concrefe

an ambient surface '

e | 200120

e BIRCOLA BEIGE
Face: &

205120
BIRCOLA ANTHRACITE
Face -6 Packaging info
shipments to domestic markets india)
Mominal |Thicknm mm | Pes./ box | Sqm [ box ] Wi
04120 20120 | 3 = iz IR
BIRCOLA BROWN -
Face : 6 . e
Worldwide shipments -N&Tina] gguia
o cm
Nominal | Thidmessmm | Pes /box | Sqmi box | Welght / box , qmip "“""m‘;]‘*ﬁ’“
200130 201120 13 e s PRy T ey T 202120 | 20x120
BIRCOLA DARK GRAY I —7 = ; { Tiles are packaged in a random manner and compony connot guarantee the type of faces inside sach package.

Face . &







Andia Gres Spain

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
Ka nto standards according to I1SO 13006:2012/1QS:1704/6/1997 Dry -Pressed Ceramic Tiles.

DE CERAMICA

water absorption Eb<05% Eb<0.5% NS0 9169-3 Eb=5%
Mochlus of
Rupiure and Bbreaking 35 N/mm? 35 M/mm2 NSO 91684 40 Nfmm2
Strength (Flexd)
PHYSICAL " Must Be Must Be INSO 9169-12 OK
Frost Resistance Mached Mached
Crazing Resistance for glazed Must e Must Be INSO 5169-12 oK
Tiles [futoclzve) Mached Mached
Resistance of Surface Abrasion Thie Abrrasive ;
- NSO 9169
For Glazed Tiles Catagory Should § %
Ment ioned
Resistance to Stains Mini 3 Min 3 NSO 200 3
chemicals i Min GB GE
CHEMICAL Resistance of Glazed Tiles Hai R INSO 10545-13
Resistance of Acids & base Must B Must Be INSO 10545-13
{weak) Mached Mached sk
Dimensions + ek +06% NSO 9165-2 +05%
Thickness 5% 5% INSO 9169-2 + 3%
+0.5% *L5mm
AND i = INSO 9169-2 +0.3% {1mm)
SRERCE Parallefsm Sides *0.5mm
Surface Flatness A LR NSO 9169-2 +0.5% (1mm)
Orthagonality +0.5% +0.5mm NSO 9169-2 +0.3% (1mm)
+ dmm : i
Inspirations

7 i =
1 g:::g CrsHIs r/ colorfones and shapes
| an ambient surface 7 giving varieties to concrete

202120
KANTO NESCAFE
Face: &

Packaging info
I -' to d ey Late [iﬂdiﬂ']

Mominal |Thicknmmm | Pes./ box | Sqm | box. I Weight/box
20:120 | B s 7= | 28=03

Size
Worldwide shipments Meminal | Actule
Size om Siza cm
Nominal |Thicknessmm | Pes /box | Sqm/box | Weight / box - amipatiet| PalSl weight
20x120 13 5 pes 15 2803 54 4.8 md 1560250 2ande bt
Tiles are packaged in a randem manner and company cannel guarantee the type of faces inside sach packags.
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Andia Gres Spain

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
standards according to I1SO 13006:2012/1QS:1704/6/1997 Dry -Pressed Ceramic Tiles.

DE CERAMICA Lenna

water absorption Eb<05% Eb<0.5% NSO 9169-3 Eb=5%
Modulus of
Rupture and Bbreaking 35 N/mm? 35 M/mm2 NSO 91684 40 N/mm2
Strength (Flexd)
PHYSICAL ) Must Be Must Be INSO B3169-12 oK
F
rost Resistance Mached Mached
Crazing Resistance for glazed Must e Must Be INSO 5169-12 oK
Tiles [futoclzve) Mached Mached
Resistance of Surface Abrasion The Abreasive
= NSO 91696
For Glazed Tiles Catagory Should %
Ment ioned
Resistance to Stains Mini 3 Min 3 NSO 200 3
. chemicals i Min GB % GE
CHEMICAL Resistance of Glazed Tiles Hai R INSO 10545-13
Resistance of Acids & base Must Be Must Be NSO 10545-13
{weak) Mached Mached sk
Dimensions 6% +06% NSO 9165-2 +05%
Thickness 5% +5% INSO 9169-2 + 3%
+0.5% *L5mm
su;f’?,cr Parallessm Sides £05mm INSO 9169-2 £03% (1mm)
Surface Flatness A LR NSO 9169-2 +0.5% (1mm)
Orthagonality +0.5% +0.5mm NSO 9169-7 +0.3% (1mm)
+ 2mm : i
Inspirations
21| Sizes
e ) c?i?r,tone‘s u_nd shapes
|  an ambient surfice - 9ving varieties to concrete
20¥120
LENNA CREAM
Face: 6
T -
20120 T e
LENNA BROWN fy}\f\fj?/‘ PP
Eareh e P
1A L Packaging info
“ hig to d kefs findial
p— | Nominal |Thkknus mim | Pes./ bo | Segem / box ! ‘Weiight/box
" LENNA LIGHT GRAY | F0x120 | 6 = [ I
Face 16 Size
‘Worldwide shipments Mominal | Actule
Siza Siz
Nominal | Thickness mm | Pes /box | Sqm/box | Weight / box P amipaties| Palies weight o -
2 20120 i3 5 pes [ 28105 5 cigmi | 1a8ees0 204130 | 20120
TEMBADARK GRAY Tiles are packaged in a randem manner and company cannst guarantee the type of faces inside sach package.

Face: 6







Andia Gres Spain

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
standards according to I1SO 13006:2012/1QS:1704/6/1997 Dry -Pressed Ceramic Tiles.

Viena

DE CERAMICA

water absorption Eb<05% Eb<0.5% NSO 9169-3 Eb<0.5%
Modulus of
Rupture and Bhreaking 35 N/mm? 35 M/mm2 INSO 9165-4 40 N/mm?2
Strength (Fle)
PHYSICAL ) Must Be Must Be INSO B3169-12 oK
Frost Resistance Mathed Machiad
Crazing Resistance for glazed Must Be Must Be NSO 5168-12 oK
Tiles {Autoclave) Mached Mached
Resistance of Surface Abrasion The Abrrasive .
For Glazed Tiles . Catagory Should NIl ?
Ment ioned
Resistance to Stains Mini 3 Min 3 NSO G0 3
. chemicals i Min GB % GE
CHEMICAL Resistance of Glazed Tiles Hai R THAE 1038513
Resistance of Acids & base Must Be Must Be NSO 10545-13
{weak) Mached Mached S
Dimensions Eale. +06% INSO 9169-2 +05%
Thickness 5% +5% NSO 91692 + 3%
+{15% +1.5mm
SUI:FNEC . ParalleSsr Sides *05mm INSO 9169-2 £0.3% (1mm)
Surface Flatness A LR NSO 9169-2 +0.5% (1mm)
Orthagonality +0.5% +0.5mm NSO 9169-2 +0.3% (1mm)
+ dmm
- Inspirations ———
7| Sizes - (7 P
3 color tones and shapes
sizes fo create R 2
an ambient surface k giving varieties to concrete
20120 E
VIENA GRIS
Face. 6
20130 ARSI AN
o 4
VIENA OLIVE /> S TIPS
Face i 6 b Tl Packaging info
S shipments to domestic markets india)
| Mominal |Thicknen mm | Pes./ box | Sqm [ box ] Weight/box
20:120 | B -] [ IR
2120 EE— It Size
VIENA BROWN + i ] Worldwide shipments .N&T,-M] Actule
wn | Sizecm
Face: 6 I | Mominal | Thicknessmm | Pes /box | Sqm/ box | Weight / box ¥ qm/p l‘ﬂlhﬂm\slmn
| I |
 — - 20x120 13 5 pes 12 28103 54 s48mi 1580450 e

| Tiles are packaged in a randem manner and compeny eannel guarantes the type of faces inside each package.






Andia Gres Spain

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
standards according to I1SO 13006:2012/1QS:1704/6/1997 Dry -Pressed Ceramic Tiles.

Willer

DE CERAMICA

_‘. water absorption Eb<05% Eb<0.5% NSO 9169-3 Eb=5%
Maodulus of
= Rupture and Bhreaking 35 N/mm32 35 M/mm2 NSO 91684 40 N/mm2
strength (Flexi)
i e PHYSICAL : IMust Be Must Be NSO 3169-12 oK
iC K Frost Resistance Mathed Machiad
; , ; e : Crazing Resistance for glazed Must Be Must Be INSO 5169-12 oK
Tiles {Autoclave) Mached Mached
[3333383 7
E . 3 = :
ﬂ 3 222 - Resistance of Surface Abrasion The Abrrasive
s = e = For Glazed Tiles - Catagory Should NS0 9169-6 2
< i == Ment ioned
== Hesistance to Stains Mini 3 Min 3 INSC 6200 3
. chemicals Min GB Min GB NSO 10545-13 GB
CHEMICAL Resistance of Glazed Tiles
Resistance of Acids & base Must Be Must Be NSO 10545-13
{weak) Mached Mached S
Dimensions + 0.6% +06% NSO 4165-2 H05%
Thickness 5% +5% INSO 9169-2 + 3%
+0.5% *L5mm
AND z = INSO 9169-2 +0.3% {1mm)
SORE Parallefsm Sides *0.5mm
Surface Flatness A0k Al NSO 9165-2 +05% (1)
Orthagonality +0.5% +0.5mm NSO 9169-7 +0.3% (1mm)
+ dmm
2| Sizes - Inspirations
siems o Ardate color,tones and shapes
T an ambient surface I'l_ giving variefies to concrete |
WILLER WARM GRAY B ot tebo i o il
Face: &
20x120
WILLER ANTHRACITE
Face &
208120 Packaging info
WILLER COAL shipments to domestic markets india)
Face: 6 | Mominal |Thi¢knm mm | Pes./ box | Sqm [ box ] Weight/box
20020 | B -] iz | 78208
20w120 : Size
:::L:R WARM GRAY - Warldwide shig Nsaminul quio
T | . -3 i
I ! Mominal | Thicknessmm | Pes /box | Sqm/ box | Weighl / box qmip M'mﬂo‘;]m il i
20m120 20120 13 5 pes 1z 28+05 54 84.8m2 1580450 20120 | 20120
WILLER BROWN Tiles are packaged in a randem manner and company cdnnot guarantes the hype of faces inside sach package.
Face &




WILLER










Andia Gres Spain

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TC ISO/IEC 17025:2017
Al bero standards according fo ISO 13006:2012/1Q5:1704/6/1997 Dry -Pressed Ceramic Tiles.

DE CERAMICA

BB cm EshS
21 water absorption (%) 15% 603120 an 052E=3 150 10545-3 256/8
Breakage strength (N} 750 Hat less 1500 150 10545-4 mre mdegnm'
-2 = e
Maodulus of Rupture{N/mm32] 47 Minimum 32 150 10545-4 Determination of
YSICAL i i In draft farm beanng the
P;:m 23 Resistance to Abrasion 150&“& M&:'ETLIN 150 10545-6 number 256 /10
Linear Thermal Dilatation index with Mon 4*10-§ In draft farm bearing th
2-4 - per 2 n dra m ng the
ambient temperature to 100 mmwlsory kelvin maximum 150 10545-8 riumber 256 /9
25 . : test method o 256 /4
Resistance to thermal shock vailable [50 105459
3 7 = o9 3 T draft form bearing the
2:6| Resistance of Glazed tles to crazing S Mo crazing 150 10545-11 number 256 /5
27 Dretarmination of frost Resistance ok should be Acceptahle 50 10545-12
31| Resistance to staining Glazed Tiles | agey Minimum class3 | 150 10545-13 A6 Fon
4| Resistance to Household chemicals G Minimum class GB Reference guidefine
CHEMICAL and swimming pool salts number 256/ 3 on
TRYEERIES RESISTAMCE dTO low climcmhaiﬁon ) Determination of
33 Acids and Alkalis Mini lass GB 150 10545-13 Resistance of
RESISTANCE TO HIGH concentraitian g — Eeiniad Uyl tles o
Acids and test method available chemicals:
Inspirations
1| Sizes A i Pi il
sizes fo create coieniangs dnd snapes
| éaamibientsorkaca | giving varieties to concrefe
¥ A Sy
EEEL A oanld|[ =t
Garden Yard Floor Side walk Balcony Roo;ngrrden Pool Side
Packaging info
60120 hip ts to d i kats (india)
ALBERO “Mominal | Thickness mm | Pes./ box | Sqm { box | Weight/bex. 2
Face: 2 BT [ 30mm | 1 o7z | 32 T
Warldwide shipments tominal| Actuls
Mominal | Thickness mm| Pes/box | Sqm/box | Weight /box | Box/pallel | Sqmjpaliet """"D;]';‘Q’“ S emem
S0x120 Gdem) | 20 mm Tpes 072 325k 32 2304 1040 40x120 | 50.7x119.7

Tiles are packaged in o random manner and company cannet guarsntes the type of faces inside sach package..
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Andia Gres Spain
ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
Endless standards according fo ISO 13006:2012/1QS5:1704/6/1997 Dry -Pressed Ceramic Ties.

DE CERAMICA

TEST LIMIT

GONE0 cm Es(S
1 water absorption (%) 15% 60x120 e 05sEs3 150 10545-3 5678
Breakage strength 7250 Hat less 1500 150 10545-4 Reference guideline
73 reabage strengthitl ? 2 number 756/ on
Maodulus of Rupture{N/mm32] 47 Minimum 32 150 10545-4 Determination of
PHYSICAL " \ 150 circle Minimum § In draft farm beaning the
PROPERTIES | 272 Resistance to Abrasion ok dace 1 150 10545-6 number 256/ 10
Linear Thermal Dilatation index with Man 9*10-6per In draft form bearing the
Z4 ambient temperature to 100 ng;’s_’?ﬁ‘ kelhvin masimum 150 10545-8 riumber 256 /9
25 . test method 2 15614
Resistance to thermal shock - vailable [500 10545-9
A . K 3 i In draft farm bearing the
2+6| Resistance of Glazed tiles to crazing i c?azing Mo crazing 1500 10545-11 number 256/5
27 Dretarmination of frost Resistance ok should be Acceptable 1500 10545-12
31| Resistance to staining Glazed Tiles tlassd Minimum class3 150 10545-13 256 /Gon
i Resistance to Household chemicals GR Minimum class GB Reference guideline
cHEmicAL | and swirmming paol saits ? number 256/ 3 on
YRR IES RESISTAMCE dTo low timc_en:rai!son Determination of
33 Acids and Alkalis i 150 10545-13 Resistance of
e - Ei Minimum class GB 120 1054514 e o
concentraon y =
Arids and test method available chemicals

7 Inspirations

7
1 ngii — / color,tones and shapes
| an ambient surface 7. giving varieties fo concrete |

oog AT

Balcony Rool Garden Pool Side
Flaar

£ Packaging info
L

60x120 0120 @ @ ] ipments fo d ic markets gindial
I P

ENDLESS LIGHT GRAY ENDLESS DARK GRAY MHHI = AN Nominal [ Thickness mm [ Pes./ box | Sam / box ! Weight b F=2a

Face: 4 Face ' 4 0120 | 20em | 1 | 325 T
Garden Yard Floor Side walk Worldwide shipments
Momingl | Actule
Mominal | Thicknessmm| Pcs/box | Sqm/box | Weight/box | Box/paliel | Sqm/pailet Fﬂ'“’ﬂ;}*jﬂ“ Sizm cm Size e
S0x120 @2amm) | 20 mm Tpes 0.72 325k 32 2304 1040 04120 | 59.7x119.7
Tiles are packaged in a randoam manner and company cannet guarantes the type of faces inside sach package.
(83)
=






DE CERAMICA

60x120
BELLSTONE STORM

Face:3

oo

-
(&

(\ G Bellstone Storm

¥ A Sy
B A\ TR =S

Garden Yard Floor Side walk Balcony Roolf:ngrrden Pool Side

Andia Gres Spain

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017

standards according to ISO 13006:2012/1Q5:1704/6/1997 Dry -Pressed Ceramic Tiles.

TEST LIMIT

BB cm EshS
21 water absorption (%) 5% 603120 an 052E=3 150 10545-3 256/8
Breakage strength 7250 Mot less 1500 IS0 105454 Reference guideline
73 Saae strenai At} ? number 256/2 on
Maodulus of Rupture{N/mm32] 47 Minimum 32 150 10545-4 Determination of
PHYSICAL . : 150 circle Minirmum : In draft form bearing the
PROPERTIES | 272 Resistance to Abrasion ok class 1 1501 10545-6 number 256/ 10
Linear Thermal Dilatation index with Hon §10-6 In draft farm bearing th
24 h per = n draft farm bearing the
ambient temperature to 100 compulsory kelvin masimum 150 10545-8 riumber 256 /9
25 . test method o 256 /4
Resistance to thermal shock - vailable [0 10545-9
5 : : ok 3 i In draft form bearing the
2+6| Resistance of Glazed tiles to crazing i Mo crazing 150 10545-11 number 256 (5
27 Dretarmination of frost Resistance ok should be Acceptahle 1500 10545-12
31| Resistance to staining Glazed Tiles s Minimum class3 | 150 10545-13 A6 Fon
i Resistance to Household chemicals GR Minimum class GB Reference guideline
CHEMICAL and swirmming paol saits number 256/ 3 on
YRR IES RESJST.&I\ECE_d'I'O low clgﬂcenﬂailion Determination of
33 Acids and Alkalis et 150 10545-13 Resistance of
RESISTANCE T0 HIGH concentraition 4ly Minmam <BEESR | 150 1054514 Unalarsd tles o
Acids and test method available chemicals
- .1 Inspirations 1
A Sizes ] color,tones and shapes
sizes to create H i R
| an ambient surface | giving varieties to concrete
Packaging info
hip ts to d i kets (india
Mominal [ Thickness mm | Pes./ box | Sqm / box | Wesgght b
G120 | d0mm |1 [ or | 32 + 2cm Size
Warldwide shipments Nominal | Actule
MNominal Thickness mm | Pcs / box Sqm/ box | Weight / box | Box/pollel | Sqm/paitet Mlm[k‘;]'?“ oo Ser
A0x120 @dmmi | 20 mm Tpes 0.72 325Ky 32 2304 1040 402120 | 59.7x119.7

Tiles are packaged in o randam manner and tempany cannet guarantes the type of faces inside each package..




BELLSTONE STORM




DE CERAMICA

60x120
ARION DARK GRAY

Face:4

(=Y
N

Arion Dark Gray

P A

=

Garden Yaord Floor Side walk Balcony ROOLOGgrrden Pool Side

Andia Gres Spain

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017

standards according to ISO 13006:2012/1Q5:1704/6/1997 Dry -Pressed Ceramic Tiles.

TEST LIMET

GOKA0 cm E:05
21 water absorption (%) 5% 603120 an 052E=3 150 10545-3 256/8
Breakage strength 7250 Nt less 1500 150 10545-4 Reference guideline
23 Saae strenai At} ° number 756/2 on
Maodulus of Rupture{N/mm32] 47 Minimum 32 150 10545-4 Determination of
i 3 In draft farm beanng the
P;:mm‘!ms 23 Resistance to Abrasion lw;‘:'tie Mé:;TL;m 150 10545-6 number 256 / 10
Linear Thermal Dilatation index with Mon %1064 In draft farm bearing th
24 1 per = n draft farm bearing the
ambient temperature to 100 compulsory kelvin masimum 150 10545-8 riumber 256 /9
25 . test method o 256 /4
Resistance to thermal shock - vailable [0 10545-9
: : K 3 i In draft form bearing the
2:6| Resistance of Glazed tles to crazing s c?azing Mo crazing 150 10545-11 number 256/5
3 Detarmination of frast Resistance ok should be Acceptahle 150 10545-12
31| Resistance to staining Glazed Tiles | (agey Minimum class3 | 150 10545-13 A3 Fon
i Resistance to Household chemicals GR Minimum class GB Reference guideline
CHEMICAL and swirmming paol saits number 256/ 3 on
: RESJSTMECE_d'I'O low clgﬂcennaillon Determination of
33 Acids and Alkalis - 150 10545-13 Resistance of
RESISTANCE TO HIGH concentraition 4ly Minmam <BEESR | 150 1054514 Unalazsd ties o
Acids and test method available chemicals
Inspirations |
2| Sizes A o Pi i |
sizes to create EQIRHIONAS S ahapas
| i | giving varieties to concrete |
Packaging info
hipmenls fo d i kets indial
Mominal [ Thickness mm | Pes./ box | Sqm / box | Wesgght b
G120 | d0mm |1 [ orz | 32 +2°"" si
ze
Warldwide shipments e T
Siza exiy Size cm

Nominal Thickness mm| Pcs/box | Sqm/box | Weight / box | Box/pallel | Sqm/paibet Mlm[k‘;]?“

604120 o | 20 mm Tpes 0.72 325k 32 2304 1040

H0%120 | 50.7x119.7

Tiles are packaged in o randam manner and tempany cannet guarantes the type of faces inside each package..




ARION DARK GRAY




Andia Gres Spain

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017

Bel Istone Anih rcc ite standards according to ISO 13006:2012/1Q5:1704/6/1997 Dry -Pressed Ceramic Tiles.

DE CERAMICA

TEST LIMIT

BB cm EshS
1 water absorption (%) 15% 60x120 e 05sEs3 150 10545-3 5678
Breakage strength 7250 Hat less 1500 150 10545-4 Reference guidefine
73 reabage strengthitl ? 2 number 756/ on
Maodulus of Rupture{N/mm32] 47 Minimum 32 150 10545-4 Determination of
PHYSICAL " \ 150 circle Minimum § In draft farm beaning the
pROPERTIES | 23 Resistance to Abrasion i Hatel 150 10545-6 number 256 / 10
Linear Thermal Dilatation index with Mon 44106 In draft farm bearing th
24 i per - n draft farm ing the
ambient temperature to 100 ng;’s_’?ﬁ‘ kelvin masimum 150 10545-8 riumber 256 /9
25 . test method 2 15614
Resistance to thermal shack vailable [0 10545-9
- A . ok 3 i In draft form bearing the
2+6| Resistance of Glazed tiles to crazing i Mo crazing 150 10545-11 number 256 /5
27 Dretarmination of frost Resistance ok should be Acceptable 1500 10545-12
31| Resistance to staining Glazed Tiles e Minimum class3 | 150 10545-13 A6 Fon
49 Resistance to Household chemicals GR Minimum class GB Reference guideline
cHEMicAL | 7 and swimming pool salts ? number 256/ 3 an
YRR IES RES[ST}WCE_JO low tionc_en:rai!m Determination of
33 Acids and Alkalis Mini lass GB 150 10545-13 Resistance of
RESISTANCE T0 HIGH concentraition g — Eeiniad Uyl tles o
Arids and test method available chemicals
.1 Inspirations - -
.'/- Sizes ——— A lor Jck,
/ sizes to create it bt
. an ambient surface | giving varieties fo concrete
9.0 ¢ |-
pedl | Y| A AN [T b
Garden Yard Floor Side walk Balcony Roof Gcrrden Pool Side
Packaging info
hi tod fic markels (india|
60x120
= Lt Mol [ Thickness mm [ Pes s box | Sqm / box ] Weight/box S
BELLSTONE ANTHRACITE BELLSTONE ANTHRACITE S8 | 20mm |1 [em | @S ¥ 2cm
Face:4 Momingl | Actule
Face ;4 Warldwide shipments Size cm Size m
Mominal | Thickness mm| Pes /box | Sqmjbox | Weight /box | Box/poliet | Sqmipatiet | P85 welaht s0x120 | 50.74119.7
60x120 20med | 26 men Ipes 0.72 325k 2 1304 1040 e
60 060E0mm) | 20 mm Ipcs 0.72 32.8% 2 23.04 1050 BT wERT

Tiles are packaged in a randem manner and company cannet guarantes the type of faces inside sach package..
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DE CERAMICA

60x120
BLUESTONE LIGHT

Face:2

Bluestone Light

B0
BLUESTONE LIGHT

Face ; 2

9.0 =\
HHEID A

=

Garden Yard Floor Side walk Balcony Roolf:mGgrrden Pool Side

Andia Gres Spain

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017

standards according to ISO 13006:2012/1Q5:1704/6/1997 Dry -Pressed Ceramic Tiles.

TEST LIMIT

BB cm EshS
1 water absorption (%) 15% 60x120 e 05sEs3 150 10545-3 5678
Breakage strength 7250 Mot less 1500 IS0 105454 Reference guideline
73 reabage strengthitl ? number 256/2 on
Maodulus of Rupture{N/mm32] 47 Minimum 32 150 10545-4 Determination of
YSICAL i 3 In draft farm beanng the
P;:mes 23 Resistance to Abrasion 150;{:!(5«! Nl;';'sTl';m 150 10545-6 nember 256 / 10
Linear Thermal Dilatation index with Mo 9410-6per In draft form bearing the
Z4 ambient temperature to 100 ng’:}fﬁ‘ kelvin maximum BEAA rumber 256 /9
25 . test method o 256 /4
Resistance to thermal shock vailable [500 10545-9
: : K 3 i In draft form bearing the
2+6| Resistance of Glazed tiles to crazing i c?azing No crazing 150.10545-11 number 256 /5
27 Dretarmination of frost Resistance ok should be Acceptahle 1500 10545-12
31| Resistance to staining Glazed Tiles s Minimum class3 | 150 10545-13 A6 Fon
49 Resistance to Household chemicals GR Minimum class GB Reference guideline
CHEMICAL and swirmming paol saits number 256/ 3 on
YRR IES RESIST.&I'@CE_JO low clgﬂcennai!ion Determination of
33 Acids and Alkalis et 150 10545-13 Resistance of
e = Ei Minimum class GB 120 1054514 e o
concentraon y =
Arids and test method available chemicals
(7 Sizes .| Inspirations
/ e aila c?l?nfoneF i:{nd shapes
Z.. dn ambient suface | giving varieties to concrete
Packaging info
hip tod fic markels (india|
Maminal [mcknm mm [ Pes./ box | Sqm / bax [ Weight/box Size
E0x126 | F0mm | 1 | ora | 325 +
2 g Hominal Actule
Worldwide shipments Size cm Size cm
Mominal | Thickness mm| Pes /box | Sqmjbox | Weight /box | Box/poliet | Sqmipatiet | P85 welaht 40x120 | 50.74119.7
60x120 (20mm)
20 mm 1pes 072 32.5 kg n 23.04 1040 W | s
60 x6020mm| | 20 mm 1pes 0.72 32.8% 2 2304 1050 i >

Tiles are packaged in a randem manner and company cannet guarantes the type of faces inside sach package..
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Andia Gres Spain

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATCORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
standards according fo 1ISO 13006:2012/1Q5:1704/6/1997 Dry -Pressed Ceramic Tiles.

T HOD

Bluestone Dark
DE CERAMICA

| BOwB0 cm 5
1 water absorption (%) 15%  [60x120an 05sEs3 150 10545-3 56/8
Breakage st th N 7250 | Mot less 1500 IS0 105454 Reference guideline
. reakage strength (N) | ot less 5 number 236/2 on
Maodulus of Rupture{N/mm32] 47 Minimum 32 150 10545-4 Determination of
T i 1 In draft farm beaning the
pm:% 23 Resistance to Abrasion ISD;I:rcI-e r“l":'s?gm 150 10545-6 nurnbier 256/ 10
Linear Thermal Dilatation index with Men 44106 In draft form bearing th
74 per = n draft form ring the
ambient temperature to 100 mg{i;‘?'y i e 150 10545-8 riumber 256 7 9
25 . test method e 25614
Resistance to thermal shock . vailable [500 10545-9
’ . ok x i N In draft farm bearing the
2-6| Resistance of Glazed ties to crazing s Mo crazing 150 10545-11 nlmber 25675
23 Dretarmination of frost Resistance ok | should be Acceptable 150 10545-12
31| Resistance to staining Glazed Tiles tlassd '_ Minimum class3 150 10545-13 256 /Gon
52 = o House icas GB | Minimum class B  Reference gui.de"!ine
CHEMICAL and swirmming paol saits | number 756/ 3 on
YRR IES RESISTANCE TO low Liuncen::ai!snn Determination of
33 Acidds and Alkalis st " 150 10545-13 Resistance of
: . Gip | Mnmm AR | g 10554 unglazed tles o
RESISTAMNCE TO HIGH concentraition 4 = 1
Acids and test method available chemicals
= .1 Inspirations
' Sizes - | color,tones and shapes
/ sizes to create L S P
“..  an ambient surface | | giving varieties to concrete
®u @ ) L3 (%ﬁ't\.\
go| | YT/ AN
Garden Yard Floor Side walk Balcony RoolL guroer. Pool Side
or
Packaging info
hig to d i kets (india
60x120
e G0xE0 Mominal | Thickness mm | Pes./ box | Sqm { bax | Weight/box
BLUESTONE DARK BLUESTONE DARK ik
5| Fomm | 1| o7 | 85 | _—F2cm i
Face:1 Meminal [ Actule
Face: 3 Worldwide shipments Size cm Size cm
Mominal | Thickness mm| Pes /box | Sqmjbox | Weight /box | Box/poliet | Sqmipatiet | P85 welaht 40x120 | 50.74119.7
60x120 [z20mm) | 90 mm Ipes 0.72 3254 2 1304 1040 e
80 x60[20mm) | 20 mm Ipes 0.72 32.8 kg a2 2304 1050 * el

Tiles are packaged in a random manner and company cannet guorantes the type of faces inside sach package.




BLUEST!




Andia Gres Spain

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
Bena di (e standards according to ISO 13006:2012/1Q5:1704/6/1997 Dry -Pressed Ceramic Tiles.

DE CERAMICA

TEST LIMIT

GOKA0 cm E:05
1 water absorption (%) 15% 60x120 e 05sEs3 150 10545-3 5678
Breakage strength 7250 Hot less 1500 150 10545-4 Reference guideline
23 reabage strengthitl ° number 756/ on
Maodulus of Rupture{N/mm32] 47 Minimum 32 150 10545-4 Determination of
i 3 In draft farm beaning the
sl | os)  Rasitnod i Abison TR A 150 10545-6 number 256 /10
Linear Thermal Dilatation index with Man 9*10-6per In draft form bearing the
Z4 ambient temperature to 100 Wmﬁ?’&_”?ﬁ‘ kelvin maximum BEAA rumber 256 /9
25 . test method o 256 /4
Resistance to thermal shack - vailable [0 10545-9
: : K 3 i In draft form bearing the
2+6| Resistance of Glazed tiles to crazing s c?azing Mo crazing 150 10545-11 number 256/ 5
3 Detarmination of frast Resistance ok should be Acceptahle 150 10545-12
31| Resistance to staining Glazed Tiles | (agey Minimum class3 | 150 10545-13 A3 Fon
i Resistance to Household chemicals GR Minimum class GB Reference guideline
CHEMICAL and swimming pool salts number 256/ 3 an
YRR IES RESIST}WCE_JO low clgﬂcenﬂai!ion Determination of
33 Acids and Alkalis - 150 10545-13 Resistance of
e = Ei Minimum class GB 120 1054514 e o
concentraitzon y H
Arids and test method available chemicals
7 Sizes _ 1 Inspirations
/ s e crate c?l?r,ione? :!nd shapes
“..  an ambient surface | giving varieties fo concrete
Q.0 G |, =
HHHD PAN|| L 2= 3 [t
Garden Yard Floor Side walk Balcony Roof Gcrrden Pool Side
Packaging info
hip tod fic markels (india|
60x120 60x50
* Mol [ Thickness mm [ Pes / box | Sqm / box ] Weightibox S
BENADIA BENADIA E0x1Z0 | F0mm | 1 [ erz | 325 +2m
Face:4 Momingl | Actule
Face:4 Warldwide shipments it Az
Mominal | Thickness mm| Pes /box | Sqmjbox | Weight /box | Box/poliet | Sqmipatiet | P85 welaht s0x120 | 50.74119.7
60x120 (20mm)
20 mm 1pes 0.72 32.5 kg E7] 2304 1040 ka0 | sy
80 #6020mm) | 20 mm Ipcs 0.72 32.8 kg a2 23.04 1050

Tiles are packaged in a randem manner and company cannet guarantes the type of faces inside sach package..






Andia Gres Spain

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
DU ro standards according to ISO 13006:2012/1Q5:1704/6/1997 Dry -Pressed Ceramic Tiles.

DE CERAMICA

| BOwB0 cm 5
1 water absorption (%) 15% (601 ow 05sfs3 150 10545-3 56/8
Breakage st th N 7250 | Natless 1500 IS0 105454 Reference guideline
. reakage strength (N) | at less 5 umber 29612 on
Maodulus of Rupture{N/mm32] 47 Minimum 32 150 10545-4 Determination of
I I T i 1 In draft farm beaning the
pm:% 23 Resistance to Abrasion ISDBcllrcl-e r“l":'s?gm 150 10545-6 nurnbier 256/ 10
Linear Thermal Dilatation index with Mon 44106 In draft form bearing th
74 per = n draft farm ring the
ambient temperature to 100 mg{i;‘?'y i e 150 10545-8 vimbier 256 £ 5
25 - test method SfEAT 256 /4
Resistance to thermal shock vailable [500 10545-9
4 . ok x i N In draft farm bearing the
2-6| Resistance of Glazed tiles to crazing s No crazing 150 10545-11 aumber 256 75
27|  Detarmination of frost Resistance ok | should be Acceptable 150 10545-12
31| Resistance to staining Glazed Tiles tlassd '_ Minimum class3 150 10545-13 256 /Gon
2| o Housel icals | o | Minimum cass 68 " Reference quideline
cHEmical |+ and swirmming paol saits ? number 756/3 an
FHORERIES RESISTANCE TO low concentraition | Determination of
33 Acids and Alkalis o " 150 10545-13 Resistance of
; . Gip | Mnmm AR | g 10554 unglazed tles o
RESISTAMNCE TO HIGH concentraition 4 = 1
Acids and test method available chemicals
. Inspirations
21| Sizes ™ col F: d ok
sizes fo create ‘s e L
an ambient surface | Q:_. giving varieties to concraia.

7\

Garden Yard Floor Side walk Balcony Eooileggr{den Pool Side

Packaging info
|

GOXED OG0 r to d i rkets (indig)
DURO ANTHRACITE DURO GRAY Mominal | Thickness mm | Pes./ box | Sam [ bax | Weight/box | + 2 om
Face:5 Face: 6 60+60 | 20mm | 1 | 17z | 328 | d
‘Warldwide shipments [ 7
-- Mo 1] Actule
Mominal Thickness mm | Pes [ box Sgqm/ box | Weight / box | Box/poliet | Sqm/pailet N’?"g}“‘:w Sire cm Size e
60 46020mm) | 20 mm Tpes 072 284 ax = == 40x60 | 597597

Tiles are packaged in a randam manner and company cannct guarantes the type of faces nside sach package.




DURO GRAY




Andia Gres Spain

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
standards according to ISO 13006:2012/1Q5:1704/6/1997 Dry -Pressed Ceramic Tiles.

Enrico Gray
DE CERAMICA

TEST LIMIT

BB cm EshS
1 water absorption (%) 15% 60x120 e 05sEs3 150 10545-3 5678
Breakage strength 7250 Mot less 1500 IS0 105454 Reference guideline
73 reabage strengthitl ? number 256/2 on
Maodulus of Rupture{N/mm32] 47 Minimum 32 150 10545-4 Determination of
YSICAL i 3 In draft farm beaning the
P;:FERTES 23 Resistance to Abrasion 150;{:!(5«! r“l;:'sTL;m 150 10545-6 nember 256 / 10
Linear Thermal Dilatation index with Mon 9*10-iper In draft form bearing the
Z4 ambient temperature to 100 Wmﬁ?’&_”?ﬁ‘ kelvin maximum BEAA rumber 256 /9
25 . test method o 256 /4
Resistance to thermal shock - vailable [500 10545-9
: : K 3 i In draft form bearing the
2+6| Resistance of Glazed tiles to crazing s c?azing Mo crazing 150 10545-11 number 256 /5
27 Dretarmination of frost Resistance ok should be Acceptahle 1500 10545-12
31| Resistance to staining Glazed Tiles s Minimum class3 | 150 10545-13 A6 Fon
i Resistance to Household chemicals GR Minimum class GB Reference guideline
CHEMICAL and swirmming paol saits number 256/ 3 on
YRR IES RESIST}WCE_JO low clgﬂcenﬂai!ion Determination of
33 Acids and Alkalis et 150 10545-13 Resistance of
e = Ei Minimum class GB 120 1054514 e o
concentraon y =
Arids and test method available chemicals
4| si .1 Inspirations
A 1Zes - kot Sehh
sizes fo create RERLIPNAE ARC SRS
an ambient surfa | giving varieties fo concrete
@0 ¢ |l =
HHEID IA | JIL 224 [3) [ B>
Garden Yard Floor Side walk Balcony Roof Gcrrden Pool Side
Packaging info
GOxE0 hig to d i kets (india)
ENRICO GRAY Maminal I‘rh‘.dmmm | Pes./ bex | Sqm /[ box I magwm| + 2 om
Facs 6 60:60 | 0mm | 1 [ o7z | 338 | Size
‘Waorldwide shipments .
] 1 Actule
Mominal | Thicknessmm| Pes /box | Sqm/box | Weight /box | Box/paliet | Sqm/patiet "“"&:ﬂ“‘f"' Samem |  Sizecm
60 %6020med | 20 mm Tpes 0732 328k = o Ta05k 4060 | B9.Tx59.7

Tiles are packaged in a randam manner and company cannct guarantes the type of faces nside sach package.



ENRICO GRAY




Andia Gres Spain

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
Saran g G ray standards according to ISO 13006:2012/IQS:1704/6/1997 Dry -Pressed Ceramic Tiles.

DE CERAMICA

T
BB cm
1 water absorption (%) 15%  [60x120an 05 150 10545-3 56/8
Breakage strength (M) 7250 Nat less 1500 IS0 10545-4 Reference guideline
22 number 2 _f’rr on
) Madulus of Rupture(N/mm2) 47 Minimum 32 150 10545-4 Determination of
PHYSICAL 150 circle | Minimum . " In draft farm bearing the
PROPERTIES | 23 Resistance to Abrasion i ags 1 150 10545-6 number 256 / 10
Linear Thermal Dilatation index with Mon 010 In draft farm bearing th
¥ ) per AT In ciraft form ring the
FAL T ambient temperature to 100 | COmpUBOTY | o iy, | 50209458 rumber 256 /9
510-6
5 Resistance to thermal shock et _":'e,thm [50 10545-9 256/4
available
3 ? : ok — - N In draft farm bearing the
2-6| Resistance of Glazed tiles to crazing il No crazing 150 10545-11 number 256/ 5
27| Detarmination of frost Resistance ok should be Acceptable 1500 10545-12
31| Resistance to staining Glazed Tiles class3 Minimum class3 150 10545-13 256 /Gon
43 Resistance o Ho_uéehuid chemicals ) .GB | Minimum class GB Ru.h.—:rence guideline
CHEMICAL | 7 and swimming poal safts < number 25673 on
PROPERTIES RESISTANCE TO low concentraition Determination of
33 Acids and Alkalis Misimim class GB 150 10545-13 Resist;m_e of
ro— - . GLB 15010545-14 unalazed tiles to
RESISTANCE T HIGH concentraition 4 iR
Acids and test method available chemicals
1 e | Inspirations -
A Sizes //i | colof:ones and shapes
T-; sizes to creafe e i L
|| an ambient surface [ | giving varieties to concrete
Garden Yard Floor Side walk Balcony Rco'f: G(arrcer. Pool Side
O
Packaging info
GO0 hig its to i rkets (indig)
SARANG GRAY Maminal | Thickness mm | Fes./ bex | Sqm [ box | Weight/box | + 2 om
Face 3 60 x 60 1 20mm | 1 | a7 | 328 | Size
Worldwida shipments f T
- (Mominal Actule
Meminal Thickness mm| Pes /box | Sqm/ box | Weight /box | Box/paliet | Sqm/paliet p“’;‘g‘;‘f'm | Sieem Sizer crm
50 %6000mm | 20 mm Tpes 072 28k = P Tt | b0x 40 | 8970507

Tiles are packaged in o randam manner and company cannct guarantes the type of faces inside each package.






Andia Gres Spain
. . ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISC/IEC 17025:2017
Nordik i g ht standards according fo ISO 13006:2012/1QS:1704/6/1997 Dry -Pressed Ceramic Ties.
DE CERAMICA

TEST LIMIT

BB cm EshS
21 water absorption (%) 5% 603120 an 052E=3 150 10545-3 256/8
Breakage strength 7250 Mot less 1500 IS0 105454 Reference guideline
73 Saae strenai At} ? number 256/2 on
Maodulus of Rupture{N/mm32] 47 Minimum 32 150 10545-4 Determination of
YSICAL i 3 In draft farm beanng the
P;:m 23 Resistance to Abrasion 150&!(&! Mé:'sTL;m 150 10545-6 nember 256 / 10
Linear Thermal Dilatation index with Hon §10-6 In draft farm bearing th
2-4 . per - n dra m ng the
ambient temperature to 100 compulsory kelvin masimum 150 10545-8 riumber 256 /9
25 . test method o 256 /4
Resistance to thermal shock - vailable [0 10545-9
5 : : ok 3 i In draft form bearing the
2+6| Resistance of Glazed tiles to crazing i Mo crazing 150 10545-11 number 256 (5
27 Dretarmination of frost Resistance ok should be Acceptahle 1500 10545-12
31| Resistance to staining Glazed Tiles s Minimum class3 | 150 10545-13 A6 Fon
49 Resistance to Household chemicals GR Minimum class GB Reference guideline
CHEMICAL and swirmming paol saits number 256/ 3 on
YRR IES RESJST.&I\ECE_d'I'O low clgﬂcenﬂailion Determination of
33 Acids and Alkalis et 150 10545-13 Resistance of
RESISTANCE T0 HIGH concentraition 4ly Minmam <BEESR | 150 1054514 Unalarsd tles o
Acids and test method available chemicals

1 Inspirations
colortones and shapes
| giving varieties to concrete

| Sizes
sizes to create
| an ambient surface

Garden Yard Floor Side walk Balcony Roolf:ngrrden Pool Side

Packaging info

GOwED hig to domast kets jindia)

NORDIK LIGHT ml [Thicknmm|Panem |Sqm!boe( I\Vmghifhou| +2cm

Face:3 6080 | F0mm [ 1 [ o7z | 338 | Size
Worldwide shipments ] e

Mominal | Thicknessmm| Pes /box | Sqm/box | Weight /box | Box/paliet | Sqm/patiet "“"&'m";’#" Samem | Sizeom
S0 18000me) | 20 mm Tpes 0.72 328k 2z 23.04 1030 f0Aen | BosesRd

Tiles are packaged in a randam manner and company cannct guarantes the type of faces nside sach package.

s



NORDIK LIGHT




Andia Gres Spain

ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TC ISO/IEC 17025:2017
Mon'eh Creu m standards according to ISO 13006:2012/1Q5:1704/6/1997 Dry -Pressed Ceramic Tiles.

DE CERAMICA

TEST LIMIT

BB cm EshS
21 water absorption (%) 5% 603120 an 052E=3 150 10545-3 256/8
Breakage strength 7250 Mot less 1500 IS0 105454 Reference guideline
73 Saae strenai At} ? number 256/2 on
Maodulus of Rupture{N/mm32] 47 Minimum 32 150 10545-4 Determination of
YSICAL i 3 In draft farm beanng the
P;:m 23 Resistance to Abrasion 150&!(&! Mé:'sTL;m 150 10545-6 nember 256 / 10
Linear Thermal Dilatation index with Hon §10-6 In draft farm bearing th
2-4 . per - n dra m ng the
ambient temperature to 100 compulsory kelvin masimum 150 10545-8 riumber 256 /9
25 . test method o 256 /4
Resistance to thermal shock - vailable [0 10545-9
5 : : ok 3 i In draft form bearing the
2+6| Resistance of Glazed tiles to crazing i Mo crazing 150 10545-11 number 256 (5
27 Dretarmination of frost Resistance ok should be Acceptahle 1500 10545-12
31| Resistance to staining Glazed Tiles s Minimum class3 | 150 10545-13 A6 Fon
49 Resistance to Household chemicals GR Minimum class GB Reference guideline
CHEMICAL and swirmming paol saits number 256/ 3 on
YRR IES RESJST.&I\ECE_d'I'O low clgﬂcenﬂailion Determination of
33 Acids and Alkalis et 150 10545-13 Resistance of
RESISTANCE T0 HIGH concentraition 4ly Minmam <BEESR | 150 1054514 Unalarsd tles o
Acids and test method available chemicals

.1 Inspirations
colortones and shapes
| giving varieties fo concrete |

“| Sizes ———
sizes to create
an ambient surface

=

ooo T

= _ﬂ‘
AN

Garden Yard Floor Side walk Balcony Roolf:ngrrden Pool Side

Packaging info

GOwED hig to domast kets jindia)

MONTEH CREAM ml [Thidmmmm| Pes.f box |Sqm!boe( I wugha,.m| +2cm

Face: 10 60:60 | 0mm | 1 | o7 { a7’ | d
Worldwide shipments ] e

Mominal | Thicknessmm| Pes /box | Sqm/box | Weight /box | Box/paliet | Sqm/patiet "“"&'m";’#" Samem | Sizeom
S0 18000me) | 20 mm Tpes 0.72 328k 2z 23.04 1030 f0Aen | BosesRd

Tiles are packaged in a randam manner and company cannct guarantes the type of faces nside sach package.
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MONTEH CREAM

=

&/



Andia Gres Spain
- - ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
: Ambient Be ige Dark standards according fo ISO 13006:2012/1QS:1704/6/1997 Dry -Pressed Ceramic Ties.
DE CERAMICA

Avg. = 008%
Water Absorption 50105453 | % BIA- 0.2% indidl 02K
Medulus of Rupture 150 10545-4 — 35 WMin. 42
Breaking Strength 150105454 N 3100 Mire 1800
Moisture Expansion 150 10545-10 | mm/m : 0,02
Meohs Hardness of surface NA . - 7
Coefficient. u:f linear til;ermal BB , -
expansion from ambient i k - 6107 k' max
:W temperature to 100 “C
Thermal Shock Resistance | D0 105499 | - ok No damage
Crazing Rresistance: 150 10545-11| - oK Mo damage for
glazad tiles Main, 10 Cycles
Bulk Density 150105453 | 50 22
impact Resistance 150105455 | 055
Frost Resistance Bl oK
small colour differences (150 10545-181 oK
Resistance to staining | IS0 1054514 | e, 3 Class 4
[CHIMICAL
PROpERTIS |\ Snce o h"%‘i‘;’:“" 150 1054513 | Class 68 Compliant
Resistance to acids & alkalis  |1SO 10545-13) 5.0 Compliant
4| sizes 4 I_nls;:I miiogsha
sizes to create e? ?r, ona§ un =HupRs
an ambient surface | giving varieties to concrete |
Q| ]
i | |
Garden Yard Floor Side walk Balcony RGDf Gﬂrden Pool Side
Packaging info
GOXEO hig to d i kets (india)
AMBIENT BEIGE DARK Haminal Immmm| Pes. box Is.;m;w lw,,gmm| +2cm
Fate 6 &0 5 60 | 0mm | 2 | a7 133 A wg | Size
‘Waorldwide shipments -
Maminal Actule
Mominal | Thicknessmm| Pes /box | Sqm/box | Weight /box | Box/paliet | Sqm/patiet P""&'m“‘;"’“ Semom | Seeem
A0 w8020me) | 20 mm Zpes 072 33 +lky 32 23.04 104030 0% 60 | 60.2 % 60,2

Tiles are packaged in a randam manner and company cannet guarantes the type of faces nside each package.



AMBIENT BEIGE DARK




Andia Gres Spain
" ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
Endless GI’CIY Medium standards according fo ISO 13006:2012/1QS:1704/6/1997 Dry -Pressed Ceramic Ties.

DE CERAMICA

QUALITY STANDARD

g, URI
ITEM TRETTIRCHE FER T METHOD 150

Avg. = 0.08%
Water Absorption IS0 10545-3 &% BIA- 02% in;ﬁaia:a 0.2%
Medulus of Rupture 150 10545-4 — 35 Min. 42
Breaking Strength 150105454 N 3100 Min. 1800
Moisture Expansion 150 10545-10 | mmy/m = 002
NA ) . 7

Mohs Hardness of surface

| Coefficient of linear thermal
expansion from ambient 150 10545-8 | ! = 6310 k1 miax

EHESHAL temperature to 100 “C
PROPERTIES

150 10545-9

Tharmal Shock Resistance oK Mo damage
Crazing Rresistance: 150 10545-11 ik No damage for
glazad tiles Main, 10 Cycles
Bulk Density 5O 108453 g/cc 22
impact Resistance IS0 10545-5 | 035
Frost Resistance Bpamsisge | oK
Small colour differences |50 10545-16) oK
| Resistance to staining 150 10545-14 | o 3 Class &
CHIMICAL | chold H
PROPERTIS |\ siance fo hous Woﬂ:ﬁf“'s 150 1054513 | Class Gé Compliant
Resistance to acids & alkalis [IS0 10545-13| ¢, Cotmpliant
2| sizes - 4 Inspirations
S S c?l?r,iona§ :!nd shapes
|  an ambient surface | giving varieties to concrete
7 R\ I"%T“ | |
A
;ﬁ W | LLLLLL |[[res
Garden Yard Floor Side walk Balcony Eoolf:lggr!den Pool Side
Packaging info
GOwED hig to d i rkets india|
ENDLESS GRAY MEDIUM Haminal | Thickness mm | Pes./ bex | Sqm /[ box | Weight/box | + P
Face: 8 60« 60 | 20mm [ 2 | or2 (33 kg | Size
‘Warldwide shipments T
M 1 Actule

Meminal Thickness mm| Pes /box |  Sgm/ box | Weight / box | Box/paliet | Sqm/paiiet NI?‘L} > igh S ire cm
G0 x 60 | 60,2 x 60,2

60 06000mm) | 20 mm 2pes 0.72 33 +1kg 32 25.04 1050+ 30

Tiles are packaged in a randam manner and company cannct guarantes the type of faces nside sach package.



ENDLESS GRAY MEDIUM




Andia Gres Spain
ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
Endless GI‘CIY Dark standards according to ISO 13006:2012/1Q5:1704/6/1997 Dry -Pressed Ceramic Tiles.
DE CERAMICA

QUALITY

. STANDARD
URE u :
TEM [UEEH B AL FEATIEE merhontso | "M | isoas00e > BLa Andia Gres Values

Avg. = 008%
Water Abserption 50105453 | % BlA- 0.2% smﬁuid:q 0.2%
Medulus of Rupture 150 10545-4 Ny 35 Min. 42
Breaking Strength 150105454 N 3100 Min. 1800
Moisture Expansion 150 10545-10 | mmy/m = 002
Mohs Hardness of surface N . -~ 7
Coefficient of[ linear thermal P , .
expansion from ambient g k - 6107 k' max
:gﬁ?‘- temperature to 100 “C
Thermal Shock Resistance B 1thasd ) 0K Ne damage
Crazing Rresistance: 150 10545-11| - ik No damage for
glazad tiles Main, 10 Cycles
Bulk Density BOLSS3 | g 22
impact Resistance IS0 10545-5 | 0,55
Frost Resistance 150051512 K
small colour differences (150 10545-181 oK
Resistance to staining 50 10545-14 | jaee 3 Class 4
CHIMICAL | 7 -
PROPERTIS 'Res‘;t:;cfw%ﬁgﬁf;h;ﬂﬂ:ﬁ?“'s IS0 10545-13 | Class 68 Compliant
Resistance to acids & alkalis [IS0 10545-13| ¢, Cotmpliant
2| Sizes - . ﬁj Inspirations
1
sizas to create c?l?niona§ c!nd shapes
| an ambient surface I giving varieties to concraio_
C_F\f o . T ||& =
A i 1 ¥+ W . A : \
o @ = L :H T | |F = ===
EEClN v AN || L (|[ee=|3 vxmﬂ;
Garden Yard Floor Side walk Balcony Eoo;lggr{den Pool Side
Packaging info
GOXEO hig to d i rkets (indig)
ENDLESS GRAY DARK Mominal | Thickness mm | Pes./ bex | Sqm [ box | W’:ighv’boa(| + 2 em
Face: 6 600 5 60 | 20mm | Z | oz 133 Hwg | Size
Worldwida shipments T
- o] 1] Actule
Mominal | Thickness mm| Pes /box | Sqm/ box | Weight /box | Box/paliet | Sqm/paliet N'?‘L}“T"’“ Semom | Heecm
60 106020mm) | 20 mm 2pes 072 33 +1ky 32 25.04 1080+ 80 60X 60 | 6022602

Tiles are packaged in o randam manner and company cannct guarantes the type of faces inside each package.



ENDLESS GRAY DARK




Andia Gres Spain
- ALL TESTS ARE CARRIED OUT BY ITALIAN LABORATORIES ACCREDITED ACCORDING TO ISO/IEC 17025:2017
F rag mental GI‘CIY 1 ig ht standards according fo ISO 13006:2012/1Q5:1704/6/1997 Dry -Pressed Ceramic Tiles.
DE CERAMICA

QUALITY STANDARD

Ci URE u :
TEM [UEEH B AL FEATIEE merhontso | "M | isoas00e > BLa Andia Gres Values

Avg. = 0.08%
Water Abserption 50105453 | % BlA- 0.2% smﬁuid:q 0.2%
Medulus of Rupture 150 10545-4 Ny 35 Min. 42
Breaking Strength 150105454 N 3100 Min. 1800
Moisture Expansion 150 10545-10 | mmy/m = 002
Mohs Hardness of surface N . -~ 7
Coefficient of[ linear thermal P , .
expansion from ambient g k - 6107 k' max
:gﬁ?‘- temperature to 100 “C
Thermal Shock Resistance B 1thasd ) oK Ne damage
Crazing Rresistance: 150 10545-11| - ik No damage for
glazad tiles Main, 10 Cycles
Bulk Density BOLSS3 | g 22
impact Resistance IS0 10545-5 | 0,55
Frost Resistance 150051512 K
Small colour differences |50 10545-16) oK
Resistance to staining 50 10545-14 | jaee 3 Class 4
CHIMICAL | 7 -
PROPERTIS 'Res‘;t:;cfw%ﬁgﬁf;h;ﬂﬂ:ﬁ?“'s IS0 10545-13 | Class 68 Compliant
Resistance to acids & alkalis [IS0 10545-13| ¢, Cotmpliant
= e = i e = d =i = X
i e S S e S e e e : 4| Sizes - . ﬁj Inspirations
o > = = i\ = 3 ' i
; : e i e = : £ P sizes fo create c?l?niona§ c!nd shapes
- i ' L = : | an ambient surface |I giving varieties to concraio_
1 0 o P
5 =2 =i i i
= - 2 -
(_"\ B y i | =
L 1 ¥+ W . : \
o @ = L :H T | |F = ===
EEClN v AN || L (|[ee=|3 vxmﬂ;
Garden Yard Floor Side walk Balcony Eoo;lggr{den Pool Side
Packaging info
GONE0 hig to d i rkets jindia
FRAGMENTAL GRAY LIGHT Mominal | Thickness mm | Pes./ bex | Sqm [ box | W’:ighv’boa(| + 2 em
Face: 7 600 5 60 | 20mm | Z | oz 13341 kg | Size
Worldwida shipments o T
I ¥ ule
Mominal | Thickness mm| Pes /box | Sqm/ box | Weight /box | Box/paliet | Sqm/paliet N'?‘L}“T"’“ | Foerm”| Seoin
60 106020mm) | 20 mm 2pes 072 33 +1ky 32 25.04 1080+ 80 | oxet | so2eena

Tiles are packaged in o randam manner and company cannct guarantes the type of faces inside each package.




FRGMENTAL GRAY LIGHT






Coming Soon

100 x100 cm



Coming Soon

45 x45 cm




Coming Soon

60 x120 cm
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Contact Us

GGRE

DE CERAMICA ANDIAGRESs..

BMI

YAZD OFFICE : No 9, College building, Safaiie town Yazd.Iran

WAREHOUSE : Kosar Alley,Golestan S.t,Nasr Blv,Darvazehquean Square,Yazd,Iran

TEHRAN OFFICE : No 2,Fallahi Alley,South shirazi S.t,Molasadra,Vanak Square, Tehran,Iran

WAREHOUSE : No.108, Basij St, Ahmadabad Mostofi Road,Azadegan Highway

DUBAI WAREHOUSE : No. 6, warehouse , Al Dhaid Road, Sharja Al Saja'a Industrial Area

next to Hempel paints factory, United Arab Emirates

TURKEY OFFICE : kizilay,izmir-1 CD. NO:3138/merkez cankaya/ankara, Turkey

GEORGIA OFFICE : Flat N78 Floor 11 N 9b, Elizbar Mindeli Street ,Vake District,City Thilisi, Georgia
Call Center:+98 35 - 3357 Direct phone,whatsapp and telegram: +98 912 616 65 88
info@cerampakhsh.com [[I(C) cerampakhsh

(@)

WWW.CERAMPAKHSH.COM
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